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‘ 156P- Electrical Parameters - 156P Hiith i K24

Type Size (mm) Eff (%) Pmax (W) Vmpp (V) TImpp (A) Voc (V) Isc(A) FF (%) w2 R~F () BHMEG | BATE D | THEEE ) THEBRQ) | FREE V) | Gxane) | mEEF %

TXPV-156P_| __156%156 18.2-18.4 4.43 0.54 8.23 0.64 8.79 79. 04 - : :

TXPV-156P | 156156 18.0-18.2 4.38 0.53 8.19 0.64 8.74 78.93 IXPVLO6F | 150+196 18.2-18.4 4. 43 0. 54 8. 23 0. 04 8. 19 19. 04

Sl T i ST T 6 T T o —wn DIPV-156P | 156+156 18.0-18.2 4.38 0.53 8.19 0.64 8.74 78.93

TXPV-156P 156%156 17.6-17.8 4. 29 0.53 8. 13 0.63 8. 68 78.27 Rﬁ?j’_ggi 122:?2 }; 2—}3 g i 3; 8 g; g 12 8' gg g' gé ;g' 3;

TXPV-156P | 156156 17.4-17.6 4.24 0.52 8.08 0.63 8.63 78. 17 > OLE ' ' : : : :

TXPV-156P | 156%156 17.4-17.6 4.24 0.52 8.08 0.63 8.63 8AT

TXPV-156P_| __156%156 17.2-17.4 4.19 0.52 8.04 0.63 8.58 78.08 - - : -

S i TR R o " i - T TXPV-156P_| _ 156%156 17.2-17.4 4.19 0.52 8.04 0.63 8.58 7808
S : : : : ’ ' TXPV-156P | 156%156 17.0-17.2 4.14 0.52 7.99 0.62 8.53 1T

- 156P A HH4

PRI & . AM 1.5, Temperature 25°C, Irradiance 1000w/ m®
JR~F o 156mm X 156mm =+ 0. 5mm

156P Technical Specification

Standard test conditions : AM 1.5, Temperature 25C , Irradiance 1000W / m
Dimension : 156mm X 156mm0.5mm

Thickness : 200um £ 20um Diameter : © 219.2mm

Front of the Ceﬂ: E}E : 200um * 20um Eﬁ: ) 219.2mm

Dark blue silicon nitride antireflection coating Positive silver electrode width 1.4mm wide 3 g TE R Front

front silver bus bars W AR P T D R S AR TEEE].4mm wide frontssilver-bus bars
Back of the cell . o T Back

Aluminum back surface field Back silver electrode width2.3mm wide (silver/aluminium) Q ac

soldering pads 44835 AR 2 3mm- wide (silver/aluminium)solderingspads
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