.. enewe APHBERE B A Solar cells

RHX - IMR - BUFR

%%XBE%&%:@H’ Monocrystalline solar cells

125P BB BBt 125P type monocrystalline solar cells

ENEWE-M125-D165 Solar cells

ELECITRIC FEATURE

3.000W 19.4% 5.38A 0.642V 5.84A
WESEWT oz _ - oev [T
2.950W 19.1% 0.641V D.75A
[EssW  reo% _ - oestv  [NESRIN
2.900W 18.7% 5.21A 0.641V 5.66A
CZEAT  reow  [[SAALT  oewv  [IIEEEAT
2.850W 18.4% 5.13A 0.64V 5.57A
BN e |NEEENN ocxv  NEEEN
2.800W 18.1% 5.05A 0.638V 5.49A

Testing conditions : 1000W/m2 , AM 1.5, 25C , Tolerance : Efficiency * 0.2% abs.,Pmpp = 1.5%rel.
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ltem 125mm P type Mono solar cells
Dimentions 125mm x 125mm £ 0.5mm
Diameter ¢ 165mm = 0.5mm
Thickness 200um £ 20um

1.5 mm bus bar and 72 fingers (silver)
Front
Silicon Nitride antireflection coating
2.5 mm segmented soldering silver pads
Back

Back surface field (aluminum)

Temperature Coefficients TKVoltage: -0.32% / ° C; TKCurrent: +0.02% / °© C; TKPower: -0.45 %/ ° C




