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Efficiency Eff (%) 18.20 18.00 17.80 17.60 17.40 17.20 17.00 16.80 16.60 16.40

Power Pmpp(W) 4.43 4.38 4.33 4.28 4.23 4.19 4.14 4.09 4.04 3.99

Short Circuit Current Isc(A) 8.75 8.71 8.68 8.64 8.60 8.56 8.52 8.48 8.42 8.36

Open Circuit Voltage Voc(V) 0.636 0.634 0.631 0.629 0.627 0.624 0.621 0.618 0.617 0.609

Maximum Power Current Impp(A) 8.26 8.22 8.19 8.15 8.11 8.07 8.02 7.99 7.93 7.90

Maximum Power Voltage Vmpp(V) 0.536 0.533 0.531 0.528 0.525 0.522 0.519 0.515 0.514 0.508

Power γ(Pmax) -0.39%/ ℃
Current α(Isc) 0.05%/ ℃
Voltage β(Voc) -0.31%/ ℃

VLSI S/N 11325-0008

Soldering Condition: Ulbrich ribbon 1.5mm x 0.16mm & Kester 955 flux
                 (Single side 20um of Sn62 / Pb36 / Ag2 coating)

MinimumPeeling Strengh: >1.5 N/mm


