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N GN SOLAR(POLY SERIES)

e POLY CRYSTALLINE SOLAR MODULE

Using only the best quality matarials to provide
high quality solar modules

High efficiancy solar cells with high transmission and low
Iron texturedglass dallvering high efficlency modules;
Bypass diode minimizas tha power drop caused by shading;

Tempeared glass, EVA resin, and weatharproof film, plus
aluminumframa for extendad outdoor use;

Modules indepandently tested to ensure conformancse with
cartification and regulatory standards;

Manufacturing facility certified to 1SO 8001 & 1SO 14001
quality management System standards;
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] E? pai |+ Weight 12.0kgs
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CHARACTERISTICS

Mndal EHM‘JEEF 36 EHM‘!EI'..'IP— ENM'IEEF‘-EE GNI‘I.I'IHDF 36 {.‘-NI'I.I'I'MEF 36
Maximum Power l:PmJ 125Wp"m_mm 1EEW|:|M_ 135mem"m 1414}Wp""m"" 1415Wp
Open circult voltage (Voc) 21.70v 2TV 22.30V 22,30V 22 90V
ﬂnﬂm urn nparatmﬂ vu!tanat Vm) 17.50V 17.50V 18.00V ~ 18.00V 18.50V
Ehnr’t ﬂin:uit currant {Isc} 7.57A | | 7.87A 7.95A ~ B.25A - 8.31A
Dntfrnum ﬂPHrEtinﬂ current (Im) 7.14A 7.43A 7.50A 7.7BA 7.84A
Maximumsystam ‘.r‘nltagaatsTc wm} DUP...1..... SR E o, S muu\,-‘ni.:: SNPGRS, ....2 . MTOPOOPORRRRRP. . ... . ..
Gh_a_rﬁﬁﬁaﬁw_p_a}atum (T) : - . _40T-85T -
STC: AM1.5, 25 .
e Model (CNM135 P-36) Specifications NOCT (T ) 47C £2°C
Temperature Coefficients of Voc(%)T -0.35
Solar Calls 156156 Temperature Coefficients of Pm(%)T -0.45
Type of Connector TGV certified MC4 compatible plug & play Tolerance Wattage(a.g.+/-3%) +3%
Cable Type diameter and langth ¢p=4mm’ |L=1000 mm T 4 V certified NOCT: Nominal Operating Cell Temperature
Front Glass Thickness (mm)

10years manufacturing warranty
Mechanical and Packing Conguration 10 yesive: Wartarity. S0% power e il

25 years warranty, B0% power output
Size of Module(mm) 148067045
Maximum Power(W) 105
Mumber of Cells(pcs) per module 4*9
Optimum Power Valtage(Vmp) - Surface Maximum Load Capacity 5400Pa
Optimum Operating Current({Imp) 7 50 Allowable Hail Load 23m/s 7.53g
Open Circuit Voltage(Voc) 22 30 Junction Box Type T 0V Certificated
Short Circuit Current(lsc) 7 95 Bypass Diode Rating(A) 10
Weight Per Piece(KG) 12.00 Temperature Range -40C to +85C
Packaging Wooden box 20pcs per box. 840 pcs per 40#0container Frame(Maternial Cormers, etc.) 454
Cell Efficiency (%) . Backing {Brand Type) TPT
Module Efficiency (%) 1380 Standard Test Conditions AM1.5
FF (%) 70-78%
CN Solar Technology Co.,Ltd.

No.199,Binhai 4RD, Hangzhou Bay Economic Development Zone,Ningbo China.
Tel: +B6-574-63937488 Fax: +B6-574-63937499
Http: //www.zjcnsolar.com  E-mail: cn@zjcnsolar.com






