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Power Ray series module
PR4530P

Design character

[ High efficiency
*) Cells with high conversion efficiency
3 by-pass diodes in junction box can reduce the power loss

Advance surface texturing process increases light absorption and efficiency

Extended module service life
Cells embedded in EVA (ethylene vinyl acetate )
Low-iron tempered glass in front field
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Weather fastness and waterproof back field

Simple installation

E3

Multi-contact plug supplied as standard

Sturdy frame
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Certification
1S09001

CE

Golden Sun Certification
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Warranty

Power tolerance . 3%

a

10 years product warranty
10 years minimum 90% output
25 years minimum 80% output

Chinalight Solar Co., Ltd.
Chinalight Haoyu PV Tegl
Tel: +86-10-8150658

Web: www.chig
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External dimensions
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Electrical Characteristic

Maximum power ( By ) 170W 175W
Voltage at Py (Vinp) 2340V 23.63V
Current at Poax (Ip) TT1A 781 A
Open-circuit voltage (V,.} 27.94V 2817V
Short-circuit current ( Iy} 822A 830 A
Module efficiency(%6) 10.00 10.29
Power tolerance +3%
Temperature coeflicient of Ise (0.04 £0.005)%/C
Temperature coefficient of Voc -(0.32£0.005)%/°C
Temperature coefficient of power -(0.4410.02)%/C
NOCT(AIr 20°C; Sun 0.8kW/m’; wind 1mi/s) 45+2°C
Maximum series fuse rating 15A
Maximum system voltage 1000VDC

This data represents the performance of typical products , and is based

on measurements made in accordance with [EC61215 corrected to STC
(irradiance: 1000 W/m’, module temperature:25°C, AM1.5).

Mechanical Characteristics

Dimensions
Weight
Solar Cells

Output cables

Diodes

Construction

Frame

Length:1696mm  Width:1002mm  Depth:50mm
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45 Poly-crystalline Cells (156mm*156mm} in a 5*9 matrix connected
in series

PVI-F 1*4, cable with polarized weatherproof DC rated ZJRH connectors
(MC3 type), symmetrical lengths - 1000mm (-) and 1000mm {(+}
Schottky by-pass diodes

Front: High-transmission low-iron, 3.2mm tempered glass; Back: PVDF;
Encapsulant: EVA

Anodized aluminum alloy type 6063T5 Universal frame; Color: silver

Module warranty:

10-year limited warranty of materials and workmanship;

10-year limited warranty of 90% power output;

25-year limited warranty of 80% power output.

Tel: +86-10-81506588
Web: www.chinalightselar.com

Fax: +86-10-81506120
E-Mail: sales@chinalightsolar.com
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