
MONOMONOMONOMONO    SOLARSOLARSOLARSOLAR    MODULEMODULEMODULEMODULE        125'125'125'125'
130W130W130W130W    ,140W,,140W,,140W,,140W,    150W,160W150W,160W150W,160W150W,160W

TypeTypeTypeType    OfOfOfOf    ModuleModuleModuleModule SYSYSYSY----130WM130WM130WM130WM SYSYSYSY----140WM140WM140WM140WM SYSYSYSY----150WM150WM150WM150WM SYSYSYSY----160WM160WM160WM160WM
MaximumMaximumMaximumMaximum    PowerPowerPowerPower    (W)(W)(W)(W) 130130130130 140140140140 150150150150 160160160160
ToleranceToleranceToleranceTolerance    (%)(%)(%)(%) ±±±±    3%3%3%3% ±±±±    3%3%3%3% ±±±±    3%3%3%3% ±±±±    3%3%3%3%

OpenOpenOpenOpen    CircuitCircuitCircuitCircuit    VoltageVoltageVoltageVoltage    (V)(V)(V)(V) 21.721.721.721.7 22.222.222.222.2 22.522.522.522.5    44.144.144.144.1    
ShortShortShortShort    CircuitCircuitCircuitCircuit    CurrentCurrentCurrentCurrent    (A)(A)(A)(A) 8.28.28.28.2 8.48.48.48.4 8.548.548.548.54 4.854.854.854.85
MaximumMaximumMaximumMaximum    PowerPowerPowerPower    VoltageVoltageVoltageVoltage    (V)(V)(V)(V) 17.517.517.517.5 18181818 18.518.518.518.5 36363636
MaximumMaximumMaximumMaximum    PowerPowerPowerPower    CurrentCurrentCurrentCurrent    (A)(A)(A)(A) 7.47.47.47.4    7.787.787.787.78 8.18.18.18.1 4.444.444.444.44
ModuleModuleModuleModule    EfficiencyEfficiencyEfficiencyEfficiency    (%)(%)(%)(%) 14.114.114.114.1 14.114.114.114.1 14.514.514.514.5 14.514.514.514.5
SolarSolarSolarSolar    CellCellCellCell    EfficiencyEfficiencyEfficiencyEfficiency    (%)(%)(%)(%) 17.517.517.517.5 17.517.517.517.5 17.817.817.817.8 17.817.817.817.8

SeriesSeriesSeriesSeries    FuseFuseFuseFuse    RatingRatingRatingRating    (A)(A)(A)(A) 15151515 15151515 15151515 15151515
TerminalTerminalTerminalTerminal    BoxBoxBoxBox    IP65IP65IP65IP65    IP65IP65IP65IP65    IP65IP65IP65IP65    IP65IP65IP65IP65    
MaximumMaximumMaximumMaximum    systemsystemsystemsystem    voltagevoltagevoltagevoltage    (V)(V)(V)(V)        DC1000DC1000DC1000DC1000 DC1000DC1000DC1000DC1000 DC1000DC1000DC1000DC1000 DC1000DC1000DC1000DC1000
OperatingOperatingOperatingOperating    Temperature(Temperature(Temperature(Temperature(℃)))) ----40404040℃    ------------85858585℃ ----40404040℃    ------------85858585℃ ----40404040℃    ------------85858585℃ ----40404040℃    ------------85858585℃
Dimension:Dimension:Dimension:Dimension:        (MM)(MM)(MM)(MM)    1210*808*351210*808*351210*808*351210*808*35    1210*808*351210*808*351210*808*351210*808*35 1210*808*351210*808*351210*808*351210*808*351344*808*351344*808*351344*808*351344*808*35

● Bypass diode minimizes the power drop by shade. ● Electrical Insulation test ● Damp heat Test 
● The conversion efficiency of solar cell is above 16.8%. ● Outdoor exposure test ● Robustness of terminations test
● White tempered glass ,EVA resin,weather proof film and ● Hot-spot endurance test ● Wet leakage current test
anodized aluminum frame to provide efficient protection from the severest ● UV-exposure ● Mechanical load test
environmental conditions. ● Thermal cycling test ● Hail impact test
● Waterproof.Perfect for grid applications. ● Humidity freeze test ● Bypass diode thermal test
● Product guarantee 5 years.
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ElectricElectricElectricElectric    PerformancePerformancePerformancePerformance    TypicalTypicalTypicalTypical    PerformancePerformancePerformancePerformance    CharactericsCharactericsCharactericsCharacterics
Short Circuit Current Temperature Coefficiant           mA/C +2.5
Open Circuit Voltage Temperature Coefficient             V/C -0.147
Maximum Power Temperature Coefficient                  %/C -0.4
Performance Warranty :  90%output ,  12 years
                                     80%output,   25 years

Dimension:  1210*540*35MM 

Weight: 8.2KG/PCS

Packing : 2pcs in one carton

LoadingLoadingLoadingLoading    Capacity:Capacity:Capacity:Capacity:

648 pcs/ 20'Container
1458 pcs/ 40' Container
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