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Model No. PBP-155W PBP-160W PBP-165W PBP-170W PBP-175W PBP-180W PBP-185W

Maximum Power at STC (Pmax) 155Wp 160Wp 165Wp 170Wp 175Wp 180Wp 185Wp

Maximum Power Voltage (Vmp) 22.94V 23.42V 23.66V 23.80V 24.10V 24.29V 24.48V

Maximum Power Current (lmp) 6.76A 6.83A 6.97A 7.14A 7.26 A 7.41A 7.56 A

Open circuit Voltage (Voc) 28.70V 28.70V 28.75V 28.80V 28.85V 29.14V 29.38V

Short circuit Current (lsc) 7.24A 7.35A 7.47A 7.72A 7.95A 8.10A 8.23A

Solar Cells Efficiency (%) 13.25% 13.75% 14.12% 14.62% 15.12% 15.62% 16.12%

Module Efficiency (%) 11.84% 12.22% 12.60% 12.98% 13.36% 13.75% 14.13%

Power Tolerance

Maximum System Voltage

Temp. coefficient Voc  (%/℃)

Temp. coefficient Isc  (%/℃)

Temp. coefficient Power  (%/℃)

Nominal operating cell temperature (NOCT)

Operating Temperature

-0.35

48±2℃

-40℃+85℃

±3%

-0.32

0.04

600V(UL)/1000(TUV,VDE)VDC

36

48pcs( 6 x 8 )

1316mmx992x48mm

15.6kg

288 576

Electrical Specification


