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Powering Your Future
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For further informa on on all QS Solar products
contact:

QS Solar
Tel: +86 21 5257 0303    Fax: +86 21 6275 3211
Email: sales@qssolar.com
Website: www.qssolar.com

IP67Plug connector 

MC4
R 50133919 0003Type of Connector

15 AMax. Fuse Current Rating

2* 850 mm / 2*33.46 inchCable length:

6 pcs. (IEC) / 3 pcs. (UL)Bypass-Diodes

IP67Junction Box 

Anodized aluminum alloyFrame

3.2 mm (0.13 inch ) tempered glassFront Glass

18.8 kgWeight

1650 mm * 990 mm * 40 mm
/ 64.96 inch * 39.0 inch *1.57 inchDimension of module

60 (6 *10) pcsNo. of cells

Polycrystalline Silicon solar cells
156mm * 156 mm / 6 inchCell

Specifications

Guaranteed power tolerance: 0~+3%

25-years power output warranty: 10 years at 90% of the minimal rated power
 output, 25years at 80% of the minimal rated power output

10-years product warranty on material and workmanship

Warranty

Electrical Specification

Maximum Power Current - Impp(A)

Open Circuit Voltage - Voc(V)

Maximum Power Voltage - Vmp(V)

Maximum Power Voltage (V)

Power Output tolerance - Pmax(%)

Peak Power Watts-Pmax(Wp)

ELECTRICAL DATA @ STC

Maximum Power (W)

ELECTRICAL DATA @ NOCT

Values At Standard Test Conditions STC(Air Mass AM1.5, Irradiance 1000W/m2, Cell Temperature 25 C).

NOCT: Irradiance at 800W/m2, Ambient Temperature 20 C, Wind Speed 1M/s.

Short Circuit Current - Isc(A)

Short Circuit Current (A)

Open Circuit Voltage (V)

Maximum Power Current (A)

7.81

37.1

30.1

27.4

0/+3

235

QS-235

172

QS-235

8.31

Module Efficiency (%) 14.4

Maximum System Voltage 1000VDC(IEC) / 600VDC(UL)

6.70

34.0

6.27

7.91

37.3

30.3

27.6

0/+3
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QS-240
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QS-240

8.51

14.7

6.86

34.2

6.33

7.98

37.3

30.7

27.8

0/+3
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QS-245

178

QS-245

8.61

15.0

6.93

34.2

6.41

℃

℃

℃

2 ℃

0~+3%Power tolerance

-0.43%/ Peak power temperature coefficient

-0.32%/ Open-circuit voltage temperature coefficient

0.059%/ Short-circuit current temperature coefficient

45 ℃ ±Nominal operating cell temperature (NOCT)

Temperature Coefficient


