SH6MA48/190-220

Monocrystalline PV modules 48 cells
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ELECTRICAL PARAMETERS
'IIIIIII"III' Model SH190 SH195 SH200 SH205 SH210 SH215 SH220
Maximum power(Pmax) 190W 195W 200W 205W 210W 215W 220W
'IIIIIII"III' Open circuit voltage(Voc) 29.8V 30.2V 30.2V 30.5V 31.12V 31.61V 31.86V
Maximum power point voltage(Vmp) 23.9v 24.3V 24.8V 24.8V 25.3V 25.7V 25.9V
Short circuit current(lsc) 8.33A 8.37A 8.50A 8.52A 8.55A 8.62A 8.74A
Maximum power point current(Imp) 7.95A 8.03A 8.08A 8.27A 8.33A 8.37A 8.52A
Module Efficiency 14.50% 14.88% 15.23% 15.77% 16.16% 16.54% 16.93%
Max system Voltage(VDC) 1000V (IEC) /600V (UL)
Module insulation Resistance( Q) =100MQ
Fuse Ratings In Series(A) 10A
Power Discrepancy 0~3%
'IIIIIII"III' Operating Temperature -40C~+85T
Temperature Coeffcient of Pmax -0.48%/C
JUNCTION BOX Temperature Coefficient of Voc -0.34%/°C
HUBER Temperature Coefficient of Isc +0.05%/°C
+ NocT 25+2°C
SUHNER Test Condition “STC:1000W/m',25C .AM1.5
'IIIIIII"III' A MECHANICAL CHARACTERISTICS PACKING SOLUTION
e - w = ———— Cell Type monocrystaline 156x156mm(6 inches) Container 40'HC
'IIIIIII"III' Our Ser\”ce Guarantee Cell arangement 48 (6X8) in series connection Pieces per pallet 23
Measurement(L X WX H) 1324*992*45mm Pallets per container 32
I .., Q|Q Replacement for free Weight(<g) 155kgs (341bs) Pieces per container 736
48 hours in Germany Front glass 3.2mm tempered glass Container 20'GP
5 R N R Frame anodized aluminum alloy pieces per pallet 20
working days in other european countries N 5400pa

Pallets per container 14
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