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M ELECTRICAL CHARACTERISTICS

STC HYM100W HYM95W HYM9OW HYM85W HYM80W HYM75W
Optimum Operation Voltage (Vmp) 18.0V 17.9V 17.8V 17.6V 17.5V 17.2V
Optimum Operation Current (Imp) 5.56A 5.31A 5.06 A 4.83A 4.58A 4.37A
Open-Circuit Voltage (Voc) 21.9vV 21.8V 21.7V 21.4V 21.3V 20.9vV
Short-Circuit Current (Isc) 6.12A 5.84A 5.57A 5.31A 5.02A 4.80A
Maximum Power at STC (Pmax) 100Wp 95Wp 90Wp 85Wp 80Wp 75Wp
Module Efficiency 15.4% 14.7% 13.9% 13.1% 12.3% 11.6%
Operating Temperature -40°C to +85°C -40°C to +85°C -40°C to+85TC -40°C to +85C -40°C to +85C -40°C to +85C
Maximum System Voltage 1000V DC 1000V DC 1000V DC 1000V DC 1000v DC 1000V DC
Maximum Series Fuse Rating 10A 10A 10A 10A 10A 10A
Power Tolerance 0/+5W 0/+5W 0/+5W 0/+5W 0/+5W 0/+5W
I Temperature Characteristics Module Diagram
Nominal Operating Cell Temperature (NOCT) 45+2°C S —
Temperature Coefficient of Pmax -0.48%/°C Oranage hoes
Temperature Coefficient of Voc -0.34%/°C onssos 1 T
Temperature Coefficient of Isc 0.037%/°C e W
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M Packing Configuration i Module IV Graph 85W
Container 20'GP  40'GP g s
Pieces per pallet 62 62 .
Pallets per container 12 24 <, g
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