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Photovoltaic Modules

Qihong ( shanghai) New Energy Technology Co., Ltd.

QHP220W54

Photovoltaic modules
54pcs 156x156mm poly-crystalline silicon cell

Encapsulation Glass/EVA/Cell/lEVAITPT

Maximum Power (Pmax) w 200 205 210 215 220 225

Module Efficiency 2% 753 751 755 754 755 7538

Open Circuit Voltage (Voc) \ 332 334 336 338 337 339

N
~
N

272 274 276 278

Maximum Power Voltage (Vmp) V 27

Max.syst.Open Circuit Voltage V 1000

Dimension mm 1480x990x40

Operate Temp Scope

O

-40~+85

Temperature Coefficients

short-circuit-current temperature coefficient a(Lst) 0.08%/ C

peak power temperature coefficients y(Pmax) -0.38%/C
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Section A-A

Photovoltaic modules 54pcs 156x156mm
poly-crystalline silicon cell

The QHP220W series modules consist
of 54pcs 156x156mm poly-crystalline high
effcient silicon cells,which are individually
characterized and electronically matched
before interconnection and Laminated
with toughened glass,EVA and TPT of high
quality.

After assembled with anodized aluminum
alloy frame, cable and junction box with
MC4 connectors,QH solar modules can be
installed easily and work for a long period.
At the same time,they can withstand the
storm,strong wind and hail impact,ect.

Add:No.500 chuan sha road, pudong
New Area, changhai, China

Fax:+86-21-61198701

Tel:+86-21-61550771

P.C:200000

E-mail: info@qh-energy.com

WWW.qh-energy.com
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