Mono Poly Solutions

LCM©6-54P

205-240W

POWER OUTPUT RANGE

54 CELL

SELF SUFFICIENT

25 YEAR

PERFORMAMCE GUARANTEE

0~+3%

POWER OUTPUT GUARAMTEE

focen Solar Limited 974

SOLAR
P zocen



ZCM6-54P

| Tpldecroncchonaerstics 205

Maximum power(prmax) 205

Power Talerance +3%

Qpen Circuit Veltage{Voc) 330

Short Circuit Current(sc) B.45

Maximum Power Valtage[Vmp) 26.50

Maximum Power Current(lmp) .74
Module Efficiency 13.94%

Max.System Voltage

Cell Size and Series

Bypass Diedes

Temperature Coefficients of Pmax

Temperature Coefficients of Voo

Temperature Coefficients of 1sc

NOTC-Hominal Operating Cell Temperature

5TC Condition

210
Z10
+3%
332
Bag
26,70
T.88

14._28%

215

215

+3%
334
B56
2650
8.01

14.62%

230

230

35

34
BED
27.50
837
15.64%

235
+3%
34.2

2780
8.45
1593%

Mono-crystalling 156X1 56mm(E inch) 54pcs(GX9)

220 225
220 225
3% +3%
ii6 338
B.GE 875
27.10 .30
B13 8.26
1496%  1530%
10000VDC
Bpes 124
-0.ATRST
-0.35%,C
0.05%/C
45C{£2T)

240
240
+3%
345
B.ER
28,10
B.54
16.37%

Irradiance level 1, 000w /s" . Spectrum AM 1. 5. and Cell Temperature 25C

Engineering Drawings
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