£ G

?ﬁ

15N

FER R BREA

Anhui Titan PV Co., Ltd

Photovoltaic Modules
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TSM265P-B-60

60/ R~ 4156*156% K & & & I i B2 ith Fr 22 A
60pcs 156*156mm poly-crystalline silicon 4BB cell
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ModuleZB 4 TSM265P-B-60 j
Encapsulation$t3% Glass/EVA/Cell/EVA/TPT BF/EVA/Haits f/EVA/THHR i} 1
Size and Number of cellsEa it B R~F 002 156mm+156mn 60/10%6pcs 1563EK+1562EK60/10%6pcs ! o LF L
Pmaxi&z K (W) 265 260 255
Cell Efficiency F ith 32 %(%) 18. 50 18. 20 17.90 1
Module EfficiencyZB {4313 (%) 16. 30 16. 00 15. 90 5 =
Tolerance’/A = +3%
VocH BB IE(V) 37.8 37.7 37.6
ISCEEEEERITT(A) 9. 02 8.89 8.76
Vmps A ZEBE(V) 31.0 30.9 30.8
Imp KIhZE TR (A) 8. 56 8.42 8. 28
Max.Syst.Open Voltagefz kX & F 2 EEIE(V) 1000 6045 156*156% 3K % & fk Ul B it 1 46 A B SL AR 4B 44
Diodes — k& 3by-pass Photovoltaic Modules 60pcs 156*156mm poly—cry
Dimension R <f (mm) 1640 992 X 35 stalline silicon 4BB cell
WeightE= £ (kg) 18.2 TSM265P-B-60 ég#ié B 60K ;1:56*156mmg§
; PR = prigwra %= BRERENME®RFAR, FEHRNL
MAX Over Current Protecing Ragngx?iigﬁ,,.bﬁ?FE(A) 15 . EVARTPTEGEE, 5. AEHE s
Operate Temp Scopef®{EiBE St/ T —40~+85 TEEH—RAH., 558D B RS ET
Relative humidity #3525 % 0~95% AREZE—-RII RO Z REA> @,
Ul b s . . SHBRLBASIER, B4, ELENTL-
Frame ThicknessiZ &/ & o b Pt £ CABLEOTE#2 38 /A% 5, % A FA B 4 4 7 L
35mm 204pcs/20GP 896pcs/40HQ BMNREMKBRETEER, B, (1]
WIRZRRE, B, MAKENZHE,
The TSM265P-B-60 series modules consist
of 60pcs 156*156mm poly-crystalline high
effcient silicon 4BB cells, which are
.. . . individually characterized and electronically
Temperature coefficientsi® E & matched before interconnection and
NOCTRHE T fFlAE 45T 22T Lemineted, with loughsned giess. SV énd
Short-circuit temperature coefficient}a ¥ F it i8 B # 5 a (Ist) 0.067%/C After assembled with anodized aluminum
Open- circuit Voltage temperature coefficientF i F £ iR & R B (Voc) -0.33%/C alloy frame, cable and junction box with TL-
Peak power temperature coefficientl&{E Th %8 & # £ vy (Pmax) -0.42%/C CABLEO1 connectors, Titan solar modules

NOCT: Mominal Operating Cell Temperature data is only for referencef it T{Ei5 IRt 5 =

OutputiiH &

CableZk#54.0mm’ Lengthi€ E1000mm Connecteri&##kTL-
Current-Voltage & Power-Voltage Curve (265-20)

can be installed easily and work for a long
period. At the same time, they can withstand
the storm, strong wind and hail impact, etc.
CABLEO1 Type ( )

dhik: PEREE T TN T E R 47005

No. 4700, Dongwan Road, Mechanical Industrial

Zone, Wuhu City, Anhui Province, 241100, P.R.
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China

RiE(Tel): +86-553-8718979
fEHE (Fax): +86-553-8718991

ER%i(P.C): 241100

HR#E (Email): sales @titanpv.com

Current (A)

—+ 100

BEM(Web): www.titanpv.com
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Voltage (V)

600 W/m?
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