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PARAMETERS
Cell (mm) 156x156 Mono
Draina b Weight (kg) 18.6
Junction Box—C—] 1
%:_:g/ Dimensions (LxWxH) (mm) 1650x991x35
A slots
Label E et E Cable Cross Section Size (mm?) 4
No. of Cells and Connections 60(6:10)
No. of Diodes 3
ﬁ Max. System Voltage 1000VDC
L™ A 2 & ﬁ Max. Series Fuse 15A
Grounding
holes Max. Wind Load / Max. Snow Load 4200Pa / 6000Pa
Negative (-} {+) Positive PRODUCT STANDARD
)y - Product Performance IEC61215
IEC61730
Product Safety
e UL1703
L IEC62804
942 Anti-PID & Salt Mist & IEC6170]
99 Ammaonia Corrosion Testing
|ECE2716
ELECTRICAL PARAMETERS 280W CURVES
TYPE HR-275W HR-280W HR-285W HR-280W - AM 1.5, 1000W/m
=<
Rated Max. Power at STC (W) s 280 25 290 H
510
sTC Max. Power Voltage / Vmp (V) 30.90 31.00 3110 3119 = \ \

ity 8.90 9.03 917 9.30 :
1000W/m Max. Power Current /[ Imp (A) & v * \

, 75\Cs0rC Fpc

Module Open Circuit Voltage / Voc (V) 38.30 3833 3842 3862 5 \ ) \

25°C Short Circuit Current / Isc (A) 9.57 9.64 9.73 984 4 “lllll
Module Efficiency (%) 16.81 17.12 17.42 17.73 . \ \ \

NOCT Rated Max. Power at NOCT (W) 192.9 2034 207.0 188 o , ,\ III'l, \ ,

AM1S, Mazx. Power Voltage / Vmp (V) 28.20 2830 2840 2850 e i ca = Voltage a
SO0/, Max. Power Current / Imp (A) 7.09 7.19 7.29 7.39 _ AM 1.5, Module Temperature 25°C
Ambient =12

Te'nperatu: Open Circuit Voltage / Vioc (V) 35.186 3520 3530 35.39 E - 1000W/m?
20°C, Wi
d el 810
speed imis Short Circuit Current / Isc (A) 172 Rl = B0OW/m* \
Module Efficiency (%) 15.28 15.54 15.82 16.09 L
" G00W/m”
Temperature Coefficient of Pm -0.42%/°C \\\
Temperature Coefficient of Voc -0.322%/°C 4 H0W/m )
Temperature Coefficient of Isc +0.055%/°C 3 200W/m* \\\\|
MNominal Operating Cell Temperature A45°C+3°C B ) ) ) \,\
0 10 20 30 40
Output Tolerance 0~5W Voltage (V)
PACKING CONFIGURATION LINEAR WARRANTY
MODULE SIZE CONTAINER 20'GP 40HC No more than 3% peak power degradation in 15T year;
Pieces Per Pallet 3 3
No more than 0.68% peak power degradation in coming 24 years;
1650x991x35  Pallets Per Container 6 28
186 868 Free from defects of materials and workmanship for T Oyea 5.

Pieces Per Container

Specifications in this catalog sheet are subject to technical changes and product innovations. Hareon Solar reserves the right of final interpretation, 2017.02



