SRP'6MA SERIES 6 INCH 72 CELLS

330-345w

N\ SZRAPHIM:

MANAGEMENT SYSTEM

1ISO 9001: Quality management system

1ISO 14001: Standard for environmental management
system

OHSAS 18001: International standard for occupational
health and safety assessment system
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SRP'6MA SERIES 6 INCH 72 CELLS

*BLACK FRAME / BLACK
BACK-SHEET PRODUCTS ARE
W AVAILABLE UPON REQUEST.

Electrical Characteristics(STC)

Module Type SRP-330-6MA SRP-335-6MA SRP-340-6MA SRP-345-6MA

Maximum Power at STC -Pmp (W) 330 335

Open Circuit Voltage -V __ (V) 46.1 46.4
Short Circuit Current -I__ (A) 9.14 9.23
Maximum Power Voltage -V, (V) 37.3 37.5
Maximum Power Current —ImD (A) 8.85 8.94
Module Efficiency STC-n_ (%) 17.01 17.26

STC: Irradiance 1000 W/m? module temperature 25°C AM=1.5
Power measurement tolerance: +/-3%

Electrical Characteristics(NOCT)

Module Type SRP-330-6MA SRP-335-6MA SRP-340-6MA SRP-345-6MA

Maximum Power at NOCT -P,_ (W) 245 249
Open Circuit Voltage -V __ (V) 426 42.8
Short Circuit Current -1__ (A) 7.45 7.53
Maximum Power Voltage -V, (V) 35.2 35.3
Maximum Power Current -Imp (A) 6.96 7.05

NOCT: Irradiance 800 W/m? ambient temperature 20°C wind speed :1m/s
Power measurement tolerance: +/-3%

Power Tolerance (W)
Maximum System Voltage (V)

Maximum Series Fuse Rating (A)

Temperature Characteristics
Pmax Temperature Coefficient
Voc Temperature Coefficient
Isc Temperature Coefficient
Operating Temperature

Nominal Operating Cell Temperature (NOCT)

Packing Configuration

Container 20'GP 40'GP
Pieces per Pallet 21 21
Pallets per Container 10 22
Pieces per Container 210 462

Mechanical Specifications
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* All Dimensions in mm
* The above drawing is a graphical representation of the product.
For engineering quality drawings please contact SERAPHIM.

-V Curve(SRP-330-6MA)
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External Dimensions 1956 x 992 x 50 mm

Weight

24 kg
Solar Cells Mono crystalline 156.75 x 156.75 mm (72pcs)
Front Glass 3.2 mm tempered glass, low iron
Anodized aluminium alloy

Junction Box 1P67
Output Cables 4.0mm? cable length:1100 mm

Connector MC4 Compatible

Mechanical Load 5400 Pa
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