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AFP - 72 - 300 SERIES / 290W -320W
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401 49621

ELECTRICAL Characteristics AFP-290 AFP-300 AFP-310 AFP-320 :%'
Rated power at STC (P_ ] W 290 300 310 320 Labol
Power Tolerance W 0~5W 0~5W 0~5W 0~5W 8
Power Maximum at STC W 294.99 304.99 314.99 324.99 : negative ( - )i popitive (+)
Cell Eficiency (n ) % 17.25 17.8 18.05 18.35 § P =
Module Efficiency (n ) % 15.05 15.6 15.85 16.15
Aarl|1a

Open Circuit Voltage (V, ) % 44.9 45.4 45.9 46.4
Short Circuit Current (I) A 8.82 8.90 8.98 9.05
Maximumn Power Voltage [V, ]~V 36.2 36.6 37.0 37.4 goze1
Maximum Power Current (I ]~ A 8.02 8.20 8.38 8.56 =
Maximum System Voltage % 1000(TUV), 600(UL) 8
Maximum Series Fuse Rating A 18

Section A-A

STC: Irradiance 1000W/m2, module temperature 25°C, AM=1/5; “All Dimarelons i

Power measurement tolerance: +/-3% *The above drawing is a graphical representatieon of the product

For engineering quality drawings please contact Altius

Temperature Characteristics Performance Warranty

P nay Temperature Coefficient SRS 1 Year Output 97.5%  2-24 YEAR decrease < 0.7% 25 Years Output 80.7%
V __ Temperature Coefficient -0.33%/°C
. Temperature Coefficient +0.04% /°C %
Operating Temperature -40~+85°C %
Nominal Operating Cell Temperature (NOCT) 45+ 2°C 2
Pieces per pallet 21 21 External Dimensions 1956 x 992 x 40mm
Pallets per container 10 22 Weigh 24.0kg
Pieces per container 210 462 Solar Cells Polycrystalline 156x156mm (72pcs)

Current-Voltage & Power-Voltage Curve
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Front glass

3.2mm tempered glass, low iron

Frame Anodized/Electophoretic aluminium alloy
T T
Cels temp. |n2cusue9u Irrad. = 1000 W/m?* Junction Box P67
8l sl
Incident Irrad. = 800 W/m?* .
Output Cables 4.0mm?, symmetrical lenghs 900mm
z T Incident Irrad. = 600 W/m* z or
3, 5 Connector MC4
= Incident Irrad. = 400 W/m? 4= Incident Irrad. = 1000 W/m?
—— Cells temp. =75 °C, Pmpp =2389 W
—— Cells temp. =50 °C, Pmpp =269.7 W .
2k incidentirad = 200 Wim* IR SRS TN Maximum Snow Load 5400 Pa
o 0 50 5 m = . Maximum Wind Load 2400 Pa



