GIN
P6F-60

60 Cells

Polycrystalline Module

255~275W

Power Output Range

16.9%

Maximum Efficiency

0~+5W

Positive Power Tolerance

Gintech Energy Corporation

GINTECH was established in 2005, headquartered
in Taiwan as public listed company which has
been one of the global leading manufacturers of
solar CELL and MODULE.

Our core competence harmonizes the complete
process chain in developing and manufacturing
PV Modules with reliable quality and performance
for worldwide residential, commercial and
utilityscale projects.
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Key Features

£ High Mechanical Loads

el of Wind and Snow

Pa Certified to bear 2,400Pa wind load.,

and 5,400Pa snow load

Excellent Low

Y Light Performance

On cloudy days, mornings
and evenings

* Highly Resistant to
HAddd Salt-mist Corrosion

Salt-mist

LRy IEC-61701. Ed 2.0 cerfified

Resistant to
Ammonia Corrosion
LSSy |[EC-62716 certified

Resistant to PID (Potential Induced
Degradation) effect

Qualifed cell & materials lead fo 60°C,
85%RH, -1000V, ?6hr certified

m 100% EL Double
Ilg; Inspection
Defect-free in module-level

25 Years Linear Warranty
Gl of Power Output
Plus 10 years product warranty

&

Guaranteed Power
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- GINTECH

GIN P6F-60

& Polycrystalline module
f e MODULE DIMENSION
El
8 Draining
ELECTRICAL CHARACTERISTICS : STC E
Power Rating (Pmax] (W) 255 260 265 270 275
Open Circuit Voltage (Voc) (V) 37.6 37.8 38.1 38.3 385
Short Circuit Current(isc) (A} 8.99 9.06 9.16 9.25 9.36 o ——
g M t
Max Power Valtage (Vmp) (V) 302 305 08 3N 313 =2
Max Power Current (Imp) (A) 8.43 8.52 8.59 8.68 8.80 4 6 Grounding
Module Efficiency (%) 15.7 16.0 16.3 16.6 16.9 _holes, @3,
$TC (Standard Test Condition) : Iradiance of 1000W/m?, AM1.5G and cell temperature (2532)°C
ELECTRICAL CHARACTERISTICS : NOCT o A
i B e 00
Power Rating (Pmax) (W) 186 190 194 198 202 £ i 5
Open Circuit Voltage (VYoc) (V) 35.0 35.2 35.5 35.7 36.0 i
Short Circuit Current(Isc) (A] 7.27 7.34 7.42 7.49 7.56
Max Power Voltage (Vmp) (V) 27.7 28.0 28.3 28.6 28.9 i i
Max Power Current (Imp) (A 671 678 6.85 692 699 ? i
NOCT: open-circuit module operdtion temperature at 800W/mz2 irradiance, 20°C ambienttemperature,
1m/swind speed. 1° o
[T T A4
MECHANICAL DATA T s
Solar cells 6" Polycrystaline 156 x 156 mm
Cell connection 60 cells (6 x 10) W
Module dimension (mm / inch} 1640 x 992 x 40 mm [ 64 57" x 39.06" x 1 .57"
Weight (kg /1b) 18.5 / 40.7 (approx.) s 456 =60
Glass High transparency tfempered glass 3.2mm (0.13") section A-A
Frame Anodized aluminium alloy 12 [0.47)
J-Box IP-65 or IP-67 rated, 3 diodes
Cables Length 1,000mm * diameter 4mm? each —
~
Connector PV4-§ ,”2
Packaging configuration 26pcs [ palet E
Packing : 2épcs/pallet, 728pcs/40' HQ container. Uit nan [ihchl
30 [1.18]
WORKING CONDITIONS TEMPERATURE DATA
System voltage (DC) IEC : 1000V / UL : 1000V NOCT 46¥2°C
Sefies fuse rating 15A Temp Coefficient of Voc (%/°C]  -0.33 I-V curve on Irradiance Level
Temperature cycling range -40-85°C Temp Coefficient of Isc (%/°C) 0.06
Static load 5400Fa Temp Coefficient of Pmax (%/°C) -0.43 g
Application class Class A 5 an m“i'!
1000W/
7 H
6
5 :
WARRANTY X ; ‘
3 e AT
7| Yearson . Years on i \ \
Performance Linear Warranty Limited Product Warmranty 2 ; \ \ ------
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GINTECH ENERGY CORPORATION

ADD:%F, No.295, Tiding Blvd. Sec2 Taipei City 11493, Taiwan, R.O.C. TEL:+886-2-2656-2000
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FAX:+886-2-2656-0593 EMAIL:modulesales@gintech.com.tw WEB:htip://www.gintechenergy.com The data do not refer to asingle module and they are not part of the

offer, they only serve for comparison to different module types
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