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M O N O LNSE-300M LNSE-305M LNSE-310M LNSE-315M
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~ Current at Maximum Power (Impp) 9.12A 9.20A 9.26A 9.33A
Module EffiCiency (%) 18.05% 18.36% 18.66% 18.96%

LUXHYPER®series (Super-efficiency half-cell Modules) Assembled with the advanced

half-cell technology offer the advantages of higher power output, POLY LNSE.280 LNSE.285p LNSE.290p LNSE.205p

reduced series resistance loss, and lower risk of hot spot. In order to meet the Clients’
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STC: Irradiance 1000W/ n*,module temperature 25°C, AM=1.5;
Best in Class AAA solar simulator(IEC 60904-9) used,power measurement uncertainty is within +/-3%

T ! —
= | T
2 i
g | _:j (e P Operating Module Temperature -40°C to +85°C
£ B Ry [ B
! !T; i Maximum System Voltage }gggx BE}{ES’
| o Maximum Serles Fuse Rating =~ =
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1ISO9001:2015&1S014001 Smaller electric current, less CTM loss : Nominal Operating Cell Temperature (Noct) ~ 45+2°C
mangarment systems Lower risk of hot spot | s Ternperature Coefficient of Pmax -0.39°C
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IEC IEC61215 & IEC61730 @ Wind load up to 3800Pa | !
standard quality Snow load up to 5400Pa 1 3smattamn LI
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Container 20'GP 40'GP
Pieces per pallet 26 29
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Weight 19.5kgs
( Stable performance under 158 25-year power warranty B Glass3ommitemperedglass
weak light conditions - B8 10-year product warranty Frame Anodized aluminium alloy g~ 3 —
Junction Box IP67/IP68 rated(3 by pass diodes) 3 3 ::
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Mechanical load test 5400Pa
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