Dheser Mé-100 Mé6-105

Raw materials and Mechanical Parameters

M6-100 M6-105
Type of Cells(mm) mono156 x 104/156 x 52

v Engineering Drawings (Front Side)

Package Configuration 4pcs/ctn
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Performance Parameters

M6-100 M6-105

Maximum System Voltage 700V
Operating Temperature -45~+80°C
oo T v Engineering Drawings (Back Side)
Maximum Series Fuse 10A
Maximum Static Load,Front Side (e.x. Snow,Wind) ~ 5400Pa DRAINAGE HOLES AIR HOLES
Maximum Static Load, Back Side(e.x. Wind) 2400Pa )
Application Grade Class A B 510
0 — 0
———————————————————————————————————————————————————————————————— 2-25
PowerTolerance oW 1 600 |- 10p0
Cell Efficiency 17.6% 18.5%
Open Circuit Voltage(Voc) 224V 226V
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, MOUNTING HOLES
Maximum Power Voltage(Vmp) 17.4V 17.6V 4-27*11
Short Circuit Current(Isc) 6.08A 6.29A {
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, — T/
Maximum Power Current(Imp) 5.75A 5.97A 639
Temperature Coefficient of Isc +0.06% 210
Temperature Coefficient of Voc -0.32% |
Temperature Coefficient of Pmp -0.45% | €70 |
Standard Test Condition Irradiance:1000W/M2,Cell Temperature:25°C,Spectrum AM:1.5

The Electrical Parameters of the module are the average theory figure under the standard test condition,
each one exists difference. Can not be treated as the basis of module delivery.

i 5@CE@@@






