Huami solar

SP200W-18V/36V

MONO & POLYCRYSTALLINE

Key features:
PID Free Module:

Anti-PID cell and ercaps.lation technalog
Fromelass modula taauires na module arounding which may PID

Higher Lifetime Power Yield:

annual power degradation
r linear pawer wartarty

Saving BOS Cost:
Desigened for high voltage 3ystems of up to 1£00 VDC.seving 2CS cost

Improved Durability and Reliability:
Dusl glass reduces micro-cracking, snail trsils, corrasions caused by
noisture, sand, salt mist, acid. alkali, etc

Less Ma ntenance Requirement:
e
5 fire safe

1o 18.8a%(60-poly

10 pass through

Strengthened Mechanical Suppat:
5400 Pa snowload, 2400 Pa wind load

Module Models

% .
: e
85 G Industry solar Model SP200W-18VI36V
sg Peak power(Pmax) 200W
A0 Cell Efficiency 17.65%
=5 . - = % g Max. power valt. (Vmp) 17.8V/35.8V
Max. power current(Imp) 11.24A/5.59A
Open circuit volt.(Voc) 21.8V/44V
Short circuit current(lsc) 12.93A/6.08A
990mm Power Tolerance +3%
Max. system voltage 1000V
Series fuse rating(A) 15
& Number of bypass diode 6
N S i Operating temperature -40°Cto +85C
3 Maximum system voltage 1000V DC
l i STC: Irradiance 1000W/m?, Module temperature 25°C, AM=1.5
2 g Mechanical Characteristics
3 Dimensions | 1340°990°35mm
Weight 13.5kg
| it i Solar Cells 72 cellin series
Cable LAPP (4mne)
g lengths 900mm(-) and 900mm(+)
3 Connector Mc4 Plug Type
Glass type High transmits, Low Ircn. 3.2mm Tempered Glass
Frame Aluminium-alloy

Module Diagram






