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ABOUT GREALTEC KEY FEATURE

GREALTEC, with over 10 years of industry experience, @ High module conversion efficiency, up to 16 %,
oo Whiaiidddoddi g W Ddich i JOVUILAIG SYSLETTTS, TTUTTI U e R R
standard solutions to products developed to suit the @ Constant innovation and research.

requirements of our customers.
£20 Entire module certified to withstand snow loads

@2y (5400 Pascal).and high wind loads (2400 Pascal).

QUALITY & SAFETY

10 year warranty in material and Premium linear performance warranty*

Workmans h] p . 100% P New linear performance warranty
97:‘ B Standard performance warranty
Power tolerance 0 ~ +3% o

Industry leading power output

E;} &

warrantv, 10 vears/90%-25 vears/80%_

RECOMMENDED APPLICATIONS CONSTRUCTIVE CHARACTERISTICS

€@ JUNCTION BOX

@ OFFGRID ROOF-TOPS 24V @ BACKSIDE FOIL
(3 JavA

@ SOLAR PORER LT @ MULTI-CRYSTALLINE CELL
(5 JaVA

#’ OFFGRID SYSTEMS 24V | @ GLASS PLATE

. — @ FRAME




ENGINEERING DRAWING
Unit: mm

156 3 17.5

ELECTRICAL PERFORMANCE
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ELECTRICAL DATA

GAT 230 PGLT
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l Temperature Coefficient of Pmax (%/°C) -0.45
‘Temperature Coefficient of Voc (%/°C) -0.34 ‘
Temperature Coefficient of Isc (%/°C) 0.05

GAT 235 PGLT GAT 240 PGLT GAT 245 PGLT

Maximum Power at STC {Pmax) 230 Wp 235 Wp 240 Wp 245 Wp
| Maximum Power Voltage (Veanls ALY, INA0Y . NJAN, INRBY . |

Maximum Power Current {Imp)

WMIECHANTUEL DATA

Cell Type

Cell Arrangement
Dimensions {mm)
Weigth (kg)

Type Glass (mm)
Transparency Factor (%)
Junction Box

it Cable

Connector Type

STC o @ IRRADIANCE 1000W/M?2

7.58 A

Tempering Glass 4 mm {Optional 4 mm}

7.68 A 7.81A

7.94 A

PACKAGING SPECIFICATIONS

Poly-Crystalline 156 x 156 mm Packaging for installers:

60 (6 x 10) 2 modules per carton box
1634 x 986 x 9 mm 24 modules per pallet
34.24 kg 144 modules in a 20'GP container

312 modules in a 40'GP container

10 % (other configurations are possible}

P65; 2 diodes
lagth 1000 mm ./, Sectiam&nmiy, .

MC4 Compatible

@ (ﬂ,) MODULE TEMPERATURE 25°C o @ AM=1.5

Read the instruction manual in its entirely before handling, msfalling  and.aparating Riraliar <adan madides,.
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Due to continuous innovation, research and product improvement, technical datasheel are subject to change
without prior notice.
Grealfec reserves the final right for explanation on any of the information presented hereby.
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