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Additional value from SUNRISE linear warranty

30 year linear performance warranty from SUNRISE

Standard performance warranty

PID-free0~3% positive tolerance
Withstand wind loads
up to 2400Pa and snow
loads up to 5400Pa

ADD:No.20 Tongzi River West Road, Zhonglou Development Zone, Changzhou, Jiangsu

TEL:+86-519-81688389 Web:www.sunriseenergy.cn E-mail:info@sunriseenergy.cn

SUNRISE ENERGY CO., LTD

Half Cell Series Mono Module

SR-M660H

315~325W

SR-M660315H

SR-M660320H

SR-M660325H

Reduce BOS cost
Half cell technology results
the decreasing of electrical
resistance

Better performance under
low light environment



156.75×78.375(Mono-Crystalline Silicon)
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STC:Irradiance 1000W/m² ,Cell temperature 25℃, AM1.5
NOCT:Irradiance 800W/m²,Ambient temperature 20℃,Wind speed 1m/s
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Half Cell Series(6×20) Mono Module

360
6×20 pcs 156.75x78.375mm mono solar cell

  ,TUV＆UL

  4mm²,MC4 or MC4 compatible

Rated Current 15A,

©Sunrise Energy Co., Ltd All rights reserved. Specifications included in this datasheet are subject to change without notice.

3.2mm low-iron tempered suede glass
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I-V CURVES OF PV MODULE(320W)

P-V CURVES OF PV MODULE(320W)
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