Polycrystalline 325W (72pcs)

992 40

Dimensions 1956><992><40 mm

8-9x14

Weight 23 kg i
Frame Aluminium hollow-

chamber frame on b4

each side © |©|o©

_ 2155 |

Low-iron and tempered [

Glass 3.2 mm

72 pcs Poly-crystalline

Si-cells v

(156><156 mm)
Cell EVA v
Embedding

CE IEC TUV ~
Junction Box
Cable 4mm? solar cable

2x900 mm 9 b 1000W/00° — 9
Temperature  -40°C...+85°C s ™~ 8 \‘\ N\
Range < 7 S — 7 \
Load Capacity 5400 Pa = 6 ™\ < . \ \ \

s e VW A
Application class Class A 5 s \ S 5 & ﬁ C\ \
O =]
Electrical protection class Class 4 © ‘ 25
\ LA
Fire safety class Class C ’ \\ ’ \ \ \725,(:
Yy N— 200W/m* 2
Product \\ \ \ \
Warranty 25 years ! ! 1\ \
y 0 10 15 20 25 30 35 40 45 0 25 30 35 40 45 50 55 60
Power 10 years 90%
Guarantee 25 years 80% Voltage-[\/-] Voltage|V]
Module characteristics at constant Module characteristics at different
module temperatures (25°C) and module temperatures and constant
different levels of irradiance. Module irradiance(1.000W/m?2).
Voltage
Temperature- +0.02973% =K Power Class 325W 239W
Coefiicient lsc Max.Power Voltage(Vimpp) 37.45 34.41
Temperature- -0.38038% <K
Coefficient Voc Max.power Current(Impp) 8.68 6.95
Temperature- -0.57402% < K o Circuit Volt V. 46.15 42 77
Coefficient P mmp pen Cireuit Voltage(Voc) ' '
NOCT*** 45°C Short Circuit Current(lsc) 9.39 7.52
Module Efficiency 17.25%

IEC 61215 *  Mpp: Maximum Power Point

**  STC (Standard Test Conditions): 1000W/m2, 25°C, AM 1.5
*** Normal Operating Cell Temperature

% Grade A Cell
ek Warranty: 25 years ;  Power 10 year 90% ; Guarantee 20 years 80%
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IEC 61730

CE IEC TUV
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