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Model NS-500S6-32

PhotovoltaicModule

Monocrystalline96

●IEC61215,IEC61730,CQC,CE,TUV

●ISO9001:2008

●ISO14001:2004

●BSOHSAS18001:2007

KEYFEATURES

Nopowerlossthankstoimprovedtemperatureco-efficient

causedby5busbarPERCsolarcell

Highmoduleefficiencythrough

superiormanufacturingtechnology

WarrantiesCertificates

● 12yearsproductwarranty

● 25yearspowerwarranty

Usingadvancedlowreflectionandhighlighttransmissionglass

andcellsheetsurfacecuttingtechnology,intheweaklight

environmentcanalsoplayagoodperformance.

Strictlycontrolthemicro-crackofsolarcellsand the

othernonvisibledefectofinternalmodules

ManufacturedaccordingtoandcertifiedinternationalIQuality

andEnvironmentManagementSystem

Modulecanbearsnowloadsupto5400Pa

andwindloadsupto2400Pa
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TemperatureCoefficientandMechanicalCharacteristics

EngineeringDrawings

IV-Curves

Maximum PoweratSTC(Pmax) 500W

Optimum OperatingVoltage(Vmp) 48.63V

Optimum OperatingCurrent(Imp) 10.29A

Open-CircuitVoltage (Voc) 59.0V

NSort-CircuitCurrent (Isc) 10.87A

SolarCellEfficiency (%) 22.23

SolarModuleEfficiency (%) 19.51

OperatingTemperature -40to85℃

Maximum System Voltage DC1000

Maximum SeriesFuseRating 15A

PowerTolerance ±3%

STC:Irradiance1000W/㎡,ModulesTemperature25℃,AM=1.5

45℃+/-2℃

-0.41%/℃

-0.33%/℃

+0.067%/℃

Solarcell Mono156.75*156.75mm

No.ofcells 96(8×12)

Dimensions 1956mm*1310mm*45mm

Weight 32kg

Frontglass 3.2mm temperedglass

Frame Anodizedaluminium alloy

Junctionbox IP67

Connector Plugandsocket

Outputcables PV4.0mm²,0.9m

1*20' /

1*40' /

1*40'HQ /

NominalOperatingCellTemperature(NOCT)

TemperatureCoefficientofPmax

TemperatureCoefficientofVOC

TemperatureCoefficientofISC


