GCL-M3/60DH

Bifacial Cast Mono Module

305-340W

Cell Type

Use the Tedlar® PVF film Selected encapsulating

produced by DUPONT material and stringent
production process control
ensure the product is highly
PID resistant and snail trails
free

Special cell process ensures
great performance under low
irradiance conditions

Higher lifetime power yield:
0.6% annual power
degradation 30 years power
warranty

340W

Maximum Power
Output

19.9%

Maximum Module
Efficiency

0~+5W

Power Output
Guarantee
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Sand blowing test, salt mist
test and ammonia test passed
to endure harsh environments

Transparent backsheet,
double-sided sun capturing,
power generation increase in
returns

GCL Delivers Reliable Performance Over Time Linear Performance Warranty

e World-class manufacturer of crystalline silicon photovoltaic modules

e Fully automatic facility and world-class technology

e Rigorous quality control to meet the highest standard: ISO 9001, I1SO
14001 and I1SO 45001

e Tested for harsh environments (salt mist, ammonia corrosion and sand
blowing test: IEC 61701, IEC 62716, DIN EN 60068-2- 68)

e [ ong term reliability tests Years 1

EE GCL Sl Standard Linear Warranty

5 10 15 20 25 30

® 2x100% EL inspection ensuring defect-free modules 12 Years Product Warranty 30 Years Linear Power Warranty

* Please refer to GCL standard warranty for details

Bringing Green Power To Life

* Please refer to GCL for details

@ www.gclsi.com




GCL-M3/60DH

Electrical Specification (STC*)

Bifacial Cast Mono Module

Module Dimension

Test Condition Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear T 1905010;? .
Maximum Power Pmax(W) 305 216 310 219 315 223 320 226 325 280 330 233 335 237 340 240 Drainage Hole I M I l
Maximum Power Voltage VmplV) 3319 335, 3352 3387 3380 3415 3412 3447 3440 3475 3474 3509 3505 3540 3636 371 8-035% %%% %% % 1
Maximum Power Current ImplA] 919 643 925 648 932 652 938 657 945 662 950 6465 956 669 962 673 % T A o

Open Circuit Voltage VoclV) 4010 3951 4040 3981 4070 4011 4100 4041 4130 4071 4160 4101 4190 4131 4220 4161 q MM AT o
Short Circuit Current IsclA) 954 670 962 675 949 680 976 685 983 690 99 695 997 700 1004 705 %%% %% %

Module Efficiency (%) 179 126 182 129 185 131 188 133 191 135 193 137 196 139 199 141 g e %%% %% % N
Power Output Tolerance (W) 0~+5 T o2 I clelel €
* Irradiance 1000W/m?2, Module Temperature 25°C, Air Mass 1.5 i §EE§ ét;
Electrical Specification (NOCT*) 954mm | %%% %% %

Test Condition Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear AT %ﬁd}% 0l

Maximum Power Prax (W) 22553 159.54 22881 16234 232.76 164.64 23671 16695 239.97 16981 24310 172.16 247.38 17453 25167 17689 ! %%% %% % $£
Maximum Power Voltage Vmp (V) 3098 3110 3120 3140 3149 3160 3181 3180 3199 3210 3222 3230 3253 3250 3284 3270 Groynding Hole T U AT AT .
Maximum Power Current Imp (Al 728 513 733 517 739 521 74 525 750 529 754 533 740 537 746 541 804\ (M MM é
Open Circuit Voltage VoclV) 3698 3660 37.28 3690 3758 3710 37.78 3730 3808 3740 3838 3780 3858 3800 3878 3820 I Il Lsomm
Short Circuit Current Isc(A) 771 542 778 54 78 550 789 55 794 558 800 562 806 566 812 570 Back View

* Irradiance 800W/m?, Ambient Temperature 20°C, Wind Speed 1m/s

Mechanical Data

Number of Cells 120 Cells (6x20) &
Dimensions of Module L*W*H [mm) 1706x1000x35mm (67.17x39.37x1.38 inches) A-A 3
Weight (kg) 19.4 kg

Glass High transparency solar glass 3.2mm (0.13 inches) }_T_{
Backsheet Use Tedlar® PVF film produced by DUPONT

Frame Silver, anodized aluminium alloy

J-Box IP68 Rated

Cable 4.0mm2 (0.006 inches?), Portrait: 200/200mm (7.87inches)

Number of diodes 3

Wind/Snow Load 2400Pa/ 5400Pa*

Connector

MC Compatible

* For more details please check the installation manual of GCLSI

Temperature Ratings

Maximum Ratings

Nominal Operating Cell 44+2°C Operational Temperature -40~+85°C % 6| Incident Irrad =1000W/m?
5 Cell temp.=10°C

Temperature [NOCT) Maximum System Voltage 1500V DC C Coll tomp25°C

Temperature Coefficient of Isc +0.06%/°C Max Series Fuse Rating 20A git:z:g Zggg

|-V Curve at Different Temperature (340W)

Temperature Coefficient of Voc -0.30%/°C Cell temp.=70°C
Temperature Coefficient of Pmax  -0.39%/°C Optional % 10 2 Vo"age[wau 40 50
Packaging Configuration Connector: (] Original MC4

1-V/P-V Curve at Different Irradiation (340W)

12

Module per box 30 pieces Celltemp.=25°C 1000W/m?
- - 10 8oow/m?- | 30
Module per 40" container 720 pieces 600W/m? | 300
8 400W/m?
200W/m | 250

Contact Us for More Information
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CAUTION: READ INSTALLATION MANUAL BEFORE USING THE PRODUCT

website: www.gclsi.com  email: gclsisalesfdgclsi.com
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Bringing Green Power To Life




