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Properties
Particulars Test Method
Width Scale 1000 mm
Density ASTM D 792 0.95 g/cm?
Melting Point SO 11357-3 70-72 °C
Solar Film Properties
Typical Film Thickness gauge 0.45+5% mm
Thickness

Inside: Matt,

Surface top/bottom Visual Outside: Embossed
Film Curing Type Fast Cure
Crosslinking rate / Soxhlet (Boiling 16h / 250° C) >80 o
0

Gel Content ( Drying 2h/ 150° C)
Adhesi h

dhesive Strengt ASTM D 903 >70 N/cm
to Glass

Water absorption

1SO 62_200805 <0.1 %
(20C/24h)
Thermal Transmittance ASTM E 424 >91 %
UV cut off
cut o ASTM E 424 360 am
Specific Heat 10°C 2.8 3/g.k
Thermal ISO 2207-4 0.275 W/mk
Conductivity
Tensile Strain
ASTM D 638 ~600 %
Tensile Strength ASTM D 638 >18 Mpa
Lamination Properties
Evacuation time 4-6 Minute
Temperature 147-152 °C
Lamination Time 9-12 Minute
Shrinkage 160° C, 5 minutes <1 %

1 Measured by Fr aunhofer CSP
2 After Crosslinking
* Properties of cured material




	Page 1

