EP-30K/EP-50K/EP-100K PVinverter  JIR¢ Enerpo Electric(Suzhou)Co.Ltd.  wenerpon
rid-Tied
General specifications - Indoor models MODEL EP-30K EP-50K EP-100K
EP-30K EP-50K INPUT PARAMETERS
EP-100K Max. Recommended DC Power 33kw [ 55kW | 112.5kW
MPPT Voltage Range at Nominal Power 420V~820V
i Absolute Max. DC Input Voltage 880V
Benefits Startup Voltage 465V
s Max. DC Current 75A 125A 250A
: » Wide range of DC input and MPPT voltage OUTPUT PARAMETERS
» High reliability with full protective functions Nominal AC Power 30k W 50k W 100k W
: » Advanced MPPT algorithms, MPPT efficiency>99.9% Max. AC Power 31k W 51.5kW 105 W
» Low frequency transformer AC Grid Connection Three phase
» Certified grid-connected operation according to local standards Nominal AC Voltage 380 Vac
i ) RS485 and options of Ethernet/USB/Wireless “N"::q'i':::agi:?(:fegnecsa”ge 320 V35°0~H460 Vac
q q - . Y4
> Adfaptatlon to high altitude 6(?00m(Dratmg above 2000Im) S Gt Py e 27 Hz-52 Hz
P !Efflmen.tthe_rmalsystem design reduces risk of overheating, Max. AC Line Current 455A ‘ 758A 158A
increasing lifespan
Power Factor 1
AC Current Distortion [THD] <2%
DC Current Injection <0.5% of rated output current
EFFICIENCY
Max. Efficiency 95.6% 96.5% 97.4%
Typical efficiency and Block diagram Euro Efficiency 94.6% 95.5% 96.9%
P N MPPT efficiency >99.9%
T00% PROTECTION
Typical efficiency 980/: DC R.everse-pollarlty F.’rotectlon Yes (from limited curret source)
96% DC Dlsconnect|on_Svs{|tch Yes
) 4% Ground Fault Monitoring Yes
;3 92% AC Short Circuit Protection Yes
EE 90% PV Panel Insulation Monitoring According to local standard
S 8g% Anti-islanding Protection According to local standard
g’ 86% GENERAL PARAMETERS
S 4% Environmental IP Rating 1P20
82% Cooling Forced air
8o 5% 10% 30% 50% 75% 100% Ambl?mTem’?' Bange '205 C-+55¢C :
Output Power/Rated Power Relatlvg Hum.ldlty 0~95 A:‘, condensing
Operating Altitude 6000m(Drating above 2000 m)
IGBT Inverter AC Noise emissions <65dB
E?CU" ] J% J% L Filter Transformer Main Contactor g::aullter nght-Consumptlon L f <20W f
. eaker 1 1 [_va oLt Isplatlon ow frequency travs ormer
j oc [ L+ i? - Display LCD graphic
_ Filter Filter oL2 Communication Standard: RS485.  Option: Ethernet/USB/Wireless
nx Jix J MECHANICAL PARAMETERS
I T oL Dimensions (W X H X D ,mm) 800X1600X600|800X1900X800/1000X1900X800
B{*:] —ON Weight(kg) 580 620 900
Block dlag ram Auxiliary Contactor ~ Resistance ’@
SPDM PE
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