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IG3115CT  Series Technical Specifications

IG3115CT1000-6000W Pure Sine wave Output Inverter
MODEL

1000W             

Input  Wave form                               Sine wave (utility or generator)
Nominal Voltage                                120Vac & 230Vac

Low voltage re trip                             90v ±4% & 184v/154v ±4%

High voltage re trip                             140v ±4% & 253v ±4%

Max Input AC Voltage                         150VAC & 270VAC

Nominal Input Frequency                   50Hz/ 60Hz  (auto detection)

 ProtectionOver-Load Circuit breaker

Efficiency on line transfer mode        ≥95%+

Transfer Switch Rating                      30Amp or 40Amp

Output Wave form                              (Bypass mode)same as input

Line transfer time 
Bypass without battery connected

Output continuos power watts 

Power factor

Safety Certification 
Surge ratings

Short circuit protection
Inverter specification/input

Nominal input voltage

10ms  Typical

Yes

1000                  1500                  2000               3000               4000                 5000              6000

120/230VAC

+/- 10%rms
50Hz ± 0.3Hz or 60Hz ± 0.3Hz

>88%

STANDARD: Conform to GB/IEC regulation：EMC:GB7260.2/IEC62040-2     GB/17626.2～5/IEC61000-4-2～5       SAFETY:GB4943

Note: Product specifications are subject to change without further notice.

 2000W              3000W             4000W             5000W             6000W1500W             

Low voltage re engage                      100v ±4% & 194v/164v±4%

High voltage re engage                       135v ±4% & 243v±4%

Low freq trip                                       47Hz for 50Hz,57Hz for 60Hz

High freq trip                                      55Hz for 50Hz,65Hz for 60Hz

Circuit breakerShort circuit Protection

Max bypass current 30 amp or 40 amp
Bypass over load current 30 amp or 45 amp:Alarm

Inverter specification/output

Output wave form Pure sine wave

Output continuos power VA 1000                  1500                  2000               3000               4000                 5000              6000

0.9-1.0

Nominal Output Voltage rms

Output Voltage regulation
Output frequency

3000 6000 9000 12000 15000 18000

Yes,fault after 1 secs

Minimum start voltage
12V 24V 48V

10V 20V 40V
10.5V 21V 42V

10V 20V 40V
Low battery alarm

Low battery trip

High voltage alarm

Power saver

Power saver

16V 32V 64V
Below 25 watts when enabled

Same switched on/off on remote
Charger mode specification

Input voltage range 
Output voltage

Charge current 

Battery initial voltage for start up

Over charge protection shutdown
Charger curves(4stage constant curren)battery types

4 step digital controlled progressive charge

Battery type
Gel U.S.A

A.G.M. 1

A.G.M. 2
Sealed lead acid

Gel euro

Open lead acid
Calcium

De-sulphation
Remote control/RS232/USB

Size: in mm

Weight

95-127VAC 194-243VAC/164-243VAC(W)
Dependent on battery type
35A/70A  MAX

0-15.7v for 12v(*2 for 24v;*4 for 48v)
15.7v for 12v(*2 for 24v;*4 for 48v)

Fast V Fast V(*2 for 24v;*4 for 48v)

14.0

14.1

14.6

14.4
14.4

14.8

15.1

15.5 for 4 hrs

13.7

13.4

13.7

13.6
13.8

13.3

13.6

Yes. Optional
31000/1500Model:362*218*179mm
32000/3000Model:442*218*179mm

34000/5000/6000Model:598*218*179mm
1000                1500                 2000               3000                4000                 5000              6000
16kg                18kg                  20kg              22kg                 35kg                 38kg              40kg
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IG3117C Series  
Pure Sine Wave Output Inverter

3000-5000VA

Model: 3000-5000VA

Nominal voltage: 230VAC

Output Power factor: 0.8

Nominal frequency: 50HZ/60Hz

Product napshot:

Key Features:

■High efficient DC to AC conversion minimizing

energy loss

■High frequency switching technology for compact 

size and light weight

■LCD Display, Pure sinewave output

■Supporting home appliance/ office equipments/ 

Lighting Equipments / Moto-Based Equipment

■Solar, wind, hydro, Generator

■High Efficiency 98% Pure Sine Wave Solar Inverter

Front panel display

On/Off 
switch 

LCD indicator 

Configuration switch 

There are one LCD and one Power Switch
on front panel. 

PC Solar PowerFridge Electric fan DVD
Air-

conditioning FM RadioTV

■Adopts full-bridge inverter circuit design  
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SSP3117CF Series solar power system
Configuration Scheme (1000VA/24V)

SSP3117CF 1000VA Solar power system configuration scheme
Designed backup time 5-6 hours

Item Specification Quantity

Max.Power capacity

System Max.charge voltage

Panel connect way

200W*5pcs  1482*992*45

36V

1 in series, 5 in parallel
5pcs

Power capacity

Output voltage waveform

Output voltage,Frequency 

DC input voltage

1000VA(800W)

Pure sine wave

220V/50HZ

24V

Solar controller 24V/40A

1pc

Capacity

DC voltage 24V

12V/200AH

Galvanized square tubing

1set

1set

16mm2

Backup time for home application for reference

Power Working time  Energy consumption

80W 6 hours 480WH

500WH

600WH

600WH

1920WH

300WH

4400WH

Solar Panel

AC Input

Washing Machine

Computer

Refrigerator
TV

FanLight

100W

40W*3

50W*3

80W

300W

780W

5 hours

5 hours

6 hours

24 hours

1 hours

2pcs

 

Product

Solar panel

Solar inverter 
with controller

Battery

Support

Cable

Home appliance

TV

Computer

Light

Fan

Refrigerator

Washing machine

Total

Solar Inverter

Battery
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Capacity

IG3117C 3000VA-5000VA

230VAC

Nominal Frequency 50HZ/60Hz

Input

Voltage Range
170VAC ～270VAC(Normal range)

Frequency range 40HZ±1Hz ～65Hz±1Hz

Output

230VAC±10%Voltage Regulation

Frequency Regulation 50HZ/60Hz±1Hz(Auto detection)

Wave Form Pure sine wave

0.8

Over-load Protection

≥90%(battery mode)

At 110%-150% Load For 10s

Load ＞150% For 5s

Battery

DC voltage

Nominal charge current
20/35A(Optional)

Overcharge protection Bat. V≥60Vdc,Fault, Buzzer alarm

Safety & Working Environment

Safety Certification CE(EN60950)

EMI Classification EN62040-2, CLASS A

Operating Temperature Range 0℃ to 45℃

Storage temperature

Altitude 0 - 1500 Meters

Relative humidity 5% to 95% non-condensing

Audible noise

Cooling Forced air , variable speed fan

Dimension

Weight

MODEL

Nominal Voltage 

STANDARD: Conform to GB/IEC regulation：EMC:GB7260.2/IEC62040-2     GB/17626.2～ 5/IEC61000-4-2~5       SAFETY:GB4943

Note: Product specifications are subject to change without furt her notice.

91～284VAC(generator/wide range)

Efficiency

Power Factor

≥98%(line mode)

Surge Rating 10000VA

Transfer time 10ms 

20A(95-175V,gen/wide,only)

–15℃ to 60℃

60dB max

350*110*407 350*110*407

8KG 9KG

3000VA/2400W 5000VA/4000W

24V 48V

IG3117C  Series Technical Specifications


