S
Solar Power House Pro 1600 VA~20000VA

PH Series eatres

"/ Pure Sinewave Inverter

Digital with Microprocessor Control
User Friendly LED Control Panel

5 DIP Switch Function Setting

Big Charging Current

Multifunctional Compatible with Linear and Non-Linear Load

Automatic Self-Test Function

/' Solar Power Server (Optional)
Power Saving with Highly Efficient Design

./ Low Heat Dissipation for Long Time Operation

/' Fast and Powerful Charger with 30A, 45A and 70A.
24 Hours Operation for Long Time Back UP

/ Practical Design Operates with Almost All Type

of Batteries up to 500 Ah.

Perfect Indoor UPS: clean, noise-free and odorless.

./ Space Saving Wall-Mount Design

/ Built-In Automatic Voltage Regulator(AVR)

Solar Power House Pro Series

| 1600 3200 5000 10000 13000 16000 20000
[ |Capacity Watts 1000w | 2000W 3000W | 4 T "éaaaw* B00DW | 10000W  12000W |
Nominal Voltage 120Vvac or 220Vac Systems 220Vac Systems |
: 70Vac ~ 150Vac +- 4% or
INPUT 'c;’;'g:' Voltage Range 90Vac ~ 150Vac +- 4% M e e o
184Vac ~ 264Vac +/- 4% or

| 'Frequency  ATHz ~55Hz or 57Hz~6GHZ

Inverter Mode Voltage 1212?]\\';2';':, 1213?)\\/;';’1 1231?]\\';:'; 220Vac / 230Vac / 240Vac

:_};'I-J-Itage hgg_ﬁléﬁon _+_[:-_1 0% R E
OUTPUT |Frequency 50Hz or 60Hz

\Built-in AVR 10%

Pure Sinewave

‘Transfer Time | ~ ) <10 milliseconds (typical) .
[— |Battery DC Voltage 12V124V | 12VI24V 12V124V 48V 24V (4BV  24V/48V 24V/48Y 48V | 48V 48v
I Max. Charging Current 35A/20A | TOAJ35A 90A/A5A/30A 70A/40A  8OA/50A |90A/60A 70A 85A 100A
|SOLAR \Solar Power | Optional Gharger
I Lcp UPS Status, I/P & O/P Voltage and Frequency, Load %, Battery Voltage and %, Temperature, Model Spec. etc.
[PrePLAY LED Indicators Green: Normal - Yellow: Battery Back up - Red: UPS Fault
[ i'éaﬁery Indicators No Alarm

|Battery Low Beep every 5 seconds
AUDIBLE ALARM :

Fault Beep continuously

Overload Beep continuously
| |Operation 0°C - 40°C ; 32°F - 104°F ;
ENVIRONMENT  Humidity ~ 0-95% Non-condensing

'Acoustic Noise

'SPHPRO- SPH PRO- SPH PRO- SPH PRO- SPH PRO- SPH PRO- SPH PRO- SPH PRO- SPH PRO-

Less than 55dB at 1mt

OPTIONAL FEATURES - MPPT

48V 48v

Solar MPPT Charge Voltage 12vi24v 12vi24v 12vi24v 12vi2av
control
All SPH Model can put Charging Current 20A 30A 40A S0A 20A 30A

in Solar MPPT Control

* specification Subject to Change without Prior Notice




