
 Item No.

* Packing size(40pcs/ctn) 49*46*47cm

0.75Kg

USD   28

USD   26

USD   23.9

USD   23

 Item No.

Fan

61*37.5*26cm

1.25Kg

1 piece

* G.W:

* MOQ:

* Overload and Short-circuit Protection

1 piece

* Max Power Efficiency:

* Output Voltage Range:

* Output Frequency Range:

* N.W: 1.11Kg

≤5%

* Cooling:

10 +/- 0.5V

Guangzhou DOXIN Electronics Factory

DC10-15.5V

AC220±5%

yes

DC 12V

150W                               

* G.W:

<DC10V

Pure sine wave inverter
 (Optional DC12V/24V/36V/48V--AC110V/220V/230V/240V with different price)

>DC15.5V

DC 10.5±0.3V

QUOTATION (DC12V/24V--AC220/230V）

* Max continuous power:

* Max Power Efficiency:

DX-GAC150W

300W 

> 86%

* Max Outer Temperature:

DX-GAC300W

* Low Voltage Alarm Level: DC10.5 +/- 0.5V

* Low Voltage Cut Off Level:

* Input DC voltage Range:

yes

* Input Voltage:

* Max Outer Temperature: <65℃

* Peak Load Power Rate:

50+/-3Hz* Output Frequency Range:

* MOQ:

*EXW Unit Price:

DC 12V

≤5%

* Cooling:

* High Voltage Cut Off Level:

* Low Voltage Cut Off Level:

* Product  Size:

* Overload and Short-circuit Protection

* Low Voltage Alarm Level:

* Input Voltage:

* THD:

Fan

167*95*55mm

0.55Kg

* NO load current draw:  <0.4A

* Input DC voltage Range:

* Output Voltage Range:

< 65℃

* N.W:

300W

* NO load current draw:

* Max continuous power:

* High Voltage Cut Off Level:

<0.4A

DC15.5+/-1V

DC10-15.5V

600W

>86%

AC220±5%

50+/- 3Hz

* Peak Load Power Rate:

* THD:

* Product  Size: 133*150*70mm

1-50 PCS

51-200 PCS

201-500 PCS

501-1000 PCS

* Packing size(20pcs/ctn)



USD   38

USD   34.7

USD   32.2

USD   30.5

 Item No.

YES

61*37.5*26cm

2.2Kg

1 piece

USD   60

USD   55.9

USD   53

USD   49.4

 Item No.

YES

49*46*47cm

3.35Kg

1 piece

USD   82

* G.W:

* G.W:

* Output Voltage Range:

* N.W:

* Max Power Efficiency:

* THD:

* Max Outer Temperature:

* Overload and Short-circuit Protection                  

* NO load current draw: <0.6A

* MOQ:

> 90%

* High Voltage Cut Off Level: 15.5 +/- 1V

DC 12V

* Low Voltage Cut Off Level: 10 +/- 0.5V

* Low Voltage Alarm Level:

* Output Frequency Range: 50+/- 3Hz

DX-GAC1000W

* Low Voltage Cut Off Level: 10 +/- 0.5V

≤5%

* Overload and Short-circuit Protection                  yes

* Input Voltage:

< 65℃

1000W

AC220±5%

DX-GAC500W

*EXW Unit Price:

* Peak Load Power Rate:

1-50 PCS

51-200 PCS

201-500 PCS

501-1000 PCS

> 86%

10.5 +/- 0.5V* Low Voltage Alarm Level:

* High Voltage Cut Off Level: 15.5 +/- 1V

* Built-in Cooling Fan                                                       

* Product Size: 215*150*70mm

1.65Kg

* MOQ:

10.5 +/- 0.5V

* Max continuous power: 1000W

* Peak Load Power Rate: 2000W

*EXW Unit Price:

< 65℃

* Input DC voltage Range: DC10-15.5V

* Output Voltage Range: AC220±5%

* Output Frequency Range: 50+/-0.1Hz

* NO load current draw: <0.6A

* Input DC voltage Range: DC10-15.5V

* Max continuous power:

* Max Outer Temperature:

500W

DC 12V

* Max Power Efficiency:

≤5%

yes

* Input Voltage:

2.15Kg* N.W:

1-50 PCS

* Built-in Cooling Fan                                                       

* Product Size: 320*150*70mm

* THD:

* Packing size(8pcs/ctn)

* Packing size(8pcs/ctn)

1-50 PCS

51-200 PCS

201-500 PCS

501-1000 PCS



USD   78.9

USD   76.7

USD   76.4

 Item No.

YES

49*46*47cm

4.3Kg

1 piece

USD   113

USD   109.4

USD   107.2

USD   105

 Item No.

YES

49*46*47cm

3.4Kg

4.3Kg
1 piece
USD   123
USD   118.9
USD   117.5

* Output Voltage Range: AC220±5%

* Max continuous power: 1500W

* Peak Load Power Rate: 3000W

DX-GAC1500W

51-200 PCS

201-500 PCS

<0.6A* NO load current draw:

* Overload and Short-circuit Protection                  

* High Voltage Cut Off Level: 15.5 +/- 1V

* Low Voltage Alarm Level: 10.5 +/- 0.5V

10 +/- 0.5V

yes

3.4Kg

DX-GAC2000W

* MOQ:

* Low Voltage Cut Off Level: 10 +/- 0.5V

* G.W:

* G.W:

≤5%

* Product Size: 385*150*70mm

* N.W:

* THD:

* Built-in Cooling Fan                                                       

51-200 PCS

201-500 PCS

501-1000 PCS

DC 12V

* Input DC voltage Range: DC10-15.5

< 65℃

> 90%

* Output Frequency Range: 50+/- 3Hz

* High Voltage Cut Off Level:

*EXW Unit Price:

*EXW Unit Price:

* Max Power Efficiency:

* Low Voltage Cut Off Level:

* Max continuous power:

15.5 +/- 1V

* Low Voltage Alarm Level: 10.5 +/- 0.5V

* Max Outer Temperature: < 65℃

* Max Power Efficiency: > 90%

* Output Frequency Range: 50+/- 3Hz

* NO load current draw: <0.6A

* Input DC voltage Range: DC10-15.5

* Output Voltage Range: AC220±5%

yes

385*150*90mm

* N.W:

DC 12V* Input Voltage:

* Overload and Short-circuit Protection                  

* Built-in Cooling Fan                                                       

* THD:

* Product Size:

2000W

* Peak Load Power Rate: 4000W

* MOQ:

≤5%

* Packing size(8pcs/ctn)

* Packing size(8pcs/ctn)

501-1000 PCS

1-50 PCS

* Input Voltage:

* Max Outer Temperature:

1-50 PCS
51-200 PCS

201-500 PCS



USD   114.9

 Item No.
2500W
5000W
<0.6A
DC10-15.5
AC220±5%
50+/- 3Hz
< 65℃
> 90%
15.5 +/- 1V
10.5 +/- 0.5V
10 +/- 0.5V
yes
DC 12V
≤5%
YES
385*155*90mm 
51*46*47cm 
3.85KG
4.55KG
1 piece
USD   132
USD   127.2
USD   125.2
USD   121.4

 Item No.
3000W
6000W
<0.6A
DC10-15.5
AC220±5%
50+/- 3Hz
< 65℃
> 90%
15.5 +/- 1V
10.5 +/- 0.5V
10 +/- 0.5V
YES
DC 12V
≤5%
YES
410*170*120mm 
51*46*47cm 
5.7KG
6.65KG
1 piece
USD   215
USD   208
USD   204.4
USD   201.4

* Output Voltage Range:
* Output Frequency Range:

* NO load current draw:
* Input DC voltage Range:

* Max continuous power:
* Peak Load Power Rate:

*EXW Unit Price:

* Max Power Efficiency:
* High Voltage Cut Off Level:
* Low Voltage Alarm Level:
* Low Voltage Cut Off Level:

* Max Outer Temperature:

1-50 PCS
51-200 PCS

201-500 PCS
501-1000 PCS

* Overload and Short-circuit Protection                  
* Input Voltage:
* THD:
* Built-in Cooling Fan                                                       

* NO load current draw:
* Input DC voltage Range:
* Output Voltage Range:
* Output Frequency Range:

*EXW Unit Price:

* Product Size:
* Packing size(4pcs/ctn)
* N.W:

* MOQ:
* G.W:

EXW Unit Price:

* Max continuous power:
* Peak Load Power Rate:

* THD:
* Built-in Cooling Fan                                                       

* Max Outer Temperature:
* Max Power Efficiency:
* High Voltage Cut Off Level:
* Low Voltage Alarm Level:

* Product Size:
* Packing size(4pcs/ctn)
* N.W:

* MOQ:

* Low Voltage Cut Off Level:
* Overload and Short-circuit Protection                  
* Input Voltage:

* G.W:

1-50 PCS
51-200 PCS

201-500 PCS
501-1000 PCS

501-1000 PCS

DX-GAC2500W

DX-GAC3000W



ADD: 5F,Workshop B1,Longshan Industrial Zone,No.63 Yinglong Road,Tianhe Dist.,Guangzhou,Guangdong, China
Why Choose Pure Sine Wave Invertor?
 The pure sine invertor, which is also referred to as a "true" sine wave, known as a pure sine
wave invertor uses 12 volt battery power as direct current and can produce 220 240 volt pure
alternative current. The produced electricity from a true sine wave invertor is very much clean
and pure and this pure current can play sensitive electronic equipment such as Laptop,
Television,Lights, sensitive medical equipment and many more without any lines through screen or making noise or making hot when the
equipment runs. This true sine wave inverter also
prevents voltage up-downing while a sensitive equipment is running through it.
 
The benefits of using a pure sine wave invertor include:
· All equipment currently on the market is designed for use with sine waves.
· Some appliances, particularly microwaves and variable speed motors, will not produce full out   put if they do not use sine wave power.
· Some appliances, such as light dimmers and bread makers, will not work at all without sine
  wave power.
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