RECon S1 Line

RECon 51

Input (DC)

b

3.6

4.6

Max. input power DC

kWp

2.7

3.2

3.8

4.3

4.8

5.2

Mazx. input voltage in open circuic

500

550

600

550

€00

550

Max. input current

13.5

15

13

15

15

15

MPPT range

= || =

180-400

200-480

200-480

200-480

200-480

200-480

Mumber of MPPT trackers

Output (AC)

Rated output power AC

2.5

36 |

Rated output voltage

=

230

Frequency

o=
P

50/ 60

Max. output power

12.5

16

13 |

21

23

25

Total harmonic distortion

F| >

<3

Efficiency

Maximum efficiency

96.7

97

97

97.5

975

97.5

EURO Efficiency

R

95.5

06

96

a7

a7

a7

Mechanical details

Dimension (WxHxD)

mm

380x498x145

398x4B85x187

398x4B5x187

398x 4851187

398x485x187

398485187

Weight

15

23.5

23.5

23.5

23.5

23.5

Protection class

1P 65

Temperature

Operating temperature range

-25+ + 60

General data

Might consumprtion

<02

DC connections

MC4

AC connection

Plug

Moise

< 30

Interfaces

Local user interface

Touch screen display

Communication

R5485 Modbus / Bluetooth {optional)

Standards & certifications

EMC - Yes
CE conformity 2 Yes
Standard warranty . 7 Years

Standards

VDE 4105 / CEl1 0-21 / NR5 097-2-1




