ASP-3.6/4.2/5KTLD Features
Flexible design
~ Small size, light weight. support manual installation, reduce
user installation and maintenance cost
d-! Multi-communication interface: R5485, CANbus
Comvedtion without fan
OC beeaker, easy to maintain and safe to use
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Efficient conversion

Transformerless, max. efficiency is up to BB%;

Ewro. efficency is up to 97_4%

Total current THD <2%

Two-way independent MPP Tracking control for different
installation angle of PV amays, enhancing the ensngy outpus

Grid friendly
Active and passive ant-islanding protection
Continuously adjustable active power {0-1009%) function

Excellent qlmiilias
COC Golden Sun Cedtification, TUY Certification, SAA
Cesification, CE Cestification

& @ @ (€

s i

i Standby iIndicator kgals

A

N "‘f’r‘_
el
[l

s

Acouslic S.E'I‘Sll'l;aflh':lll-

Efficiency

amil | ;
oo o A, R (=3 =1

Rated output power

Technical Data
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Max. OC Input powes I9E0W 4620 EE0DW Max. affidency
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THD < 2% (Lnoar the rated powes) Gald-conmacted slandand NBITI2004-2013; GET19864-2012__

‘Powar factor ;ﬂ_gg{ummgmgﬂm] ‘Salaty standard METI004-2013; IEC B2109-112

DC current injection < 0.5% [Under the rated power) Eleciromagneti compatihity __IEC B1000-6-214



