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20kW Grid-tied solar Hybrid Inverter

order

Length XXX mm
SIZE Width XXX mm
Heigth XXX mm
WEIGHT XXX Kg
POWER XXX Kwih
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Product usage scenarios

100kW,20kW,10kW Solar Inverter

I
‘ MPPT ~ V

DC/AC
INVERTER

Special Features

O PV Grid-connected Inverter

O  Pure sine wave

O Max.efficiency 96.2%

O lsolation transformer

O Built-in solar controller with MPPT

O Indoor type,IP20 protection

) LCD Panel Display

O RS 485 interface

) Advanced monitoring software included
O Overload and short circuit protection
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Product specification table

Technical Parametes
Model

Three-phase Grid-connected Inverter System
|

HKG-10T-T

Industrial Frequency
Transformer

10
11

800
20A
430-800
400
320~-440
50
96.2%
94.4%
LCD

<4%

HKG-20T-T

Industrial Frequency
Transformer

20
22

800
D0A
430~800
400
320~440
50
96.2%
94.4%
LCD

<4%

HKG-100T-T

Industrial Frequency
Transformer

100
110

Isolation Method

Rated Power { kW)

Maximum PV
Array Power ( kW )

Maximum Input Voltage ( Vdc ) 800
250A
430~800
400
320~440
20
96.2%
94.4%

LCD
<3%

Maximum Input Current (A
MPPT Range ( Vdc )
Grid Rated Voltage(Vac)
Grid Voltage Range (Vac)
Rated Frequency ( Hz)
Maximum Efficiency
Europe Efficiency

Display Mode

Total Harmonic Distortion

= (.99 Rated Power = (.99 Rated Power = (.89 Rated Power

Power Factor

MPPT Precision
Communication Interface
EMC

Power Grid Disturb
Power Grid Detection

Overload Operation

Power Consumption
at Night (W)

Protection Grade
Anti-islanding Protection
Cooling Mode

Operating Ambient Temperature

Operating Ambient Humidity

Allow Altitude (m)

Reference Size (HxWxD)mm

Reference Weight ( kg )

(Adjustable Range-0.9~0.9)

99%

RS5485
IECE100-6-2/-4
IECE100-3-2/-3

Conform to VDEO126-1-1:2010
Auto Adjust Operation Peak

<10

IP20 (Indoor)
Vac;Fac
Forced Cooling

-20 Degree~55 Degree
(>50 Degree Derating)
0~95% (No
Condensation of Moisture)

6000m , When
>3000m Derating

1200X600X500
(Including Pedestal)

245

(Adjustable Range-0.9~0.9)

99%

RS485
IECE100-6-2/-4
IECE6100-3-2/-3

Conform fo VDEQ126-1-1:2010
Auto Adjust Operation Peak

<10

IP20 (Indoor)
Vac;Fac
Forced Cooling

-20 Degree~55 Degree
(=50 Degree Derating)
0~95% (No
Condensation of Moisture)

6000m . When
>3000m Derating

1400X600X600
(Including Pedestal)

310

(Adjustable Range-0.9~0.9)

99%

RS485
IECE100-6-2/-4
IECE100-3-2/-3

Conform to VDEQ126-1-1:2010
Auto Adjust Operation Peak

<10

IP20 (Indoor)
Vac;Fac
Forced Cooling

-20 Degree~55 Degree

(>50 Degree Derating )
0~85% (No

Condensation of Moistura)

6000m . When
>3000m Derating

2200X1000X800
(Including Pedestal)

1450

HY€eco

Power System Division .

Address : 12 Beigian Lane, Industrial Park, Suzhou, Jiangsu
Postcode : 215000, China.

Tel : (86-512) 6281 8406
E-mail : henrykoo@hyptek.com

Engine & Garden Tools Division :

CONTACT

HyECO Power Tech Co., Ltd.

NEW

Address : 7558 Mudong Rd,Hengjing,Wuzhong,Suzhou Jiangsu
Postcode : 215103, China.
Tel: (86-512) 6620 9305

Fax:(86-512) 6620 2718
E-mail : global@hyptek.com

A Leading Solution Of Hybrid ECO-friendly
Power Systems

www.hyptek.com
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