Specifications
Spec Category

AC Bypass

AC Charger

Solar Charger

AC Inverter

General

Model

Operation Mode

Ratad Pawar [\VA)

Input Voltage (V)

Selectable Input Voltage Range (V)
Input Frequency Range (Hz)
Transfar Time

Max Bypass Overload Current
Input Voltage (V)

Input Voltage Frequency (Hz)
Maximum Efficiency (AC-Battery)
Qutput Voltage (V)

Maximum Charging current (A)
Charger Short Circuit Protection
PV Input Power (W)
Maximum PV Input Current{A)
MPPT Voltage Range (V)
Maximum PV Open Circuit Voltage(V)
Mo.of MPP Trackers
Max MPP Efficiancy

Charging Voltage Range (V)
Maximum Charging Current({A)
Maximum Efficiency(PV-Battery)
DC Input Violtage Range{V)
Output Wave

Cutput Voltage (W)

Rated Power

Surge Output Power

AC Voltage Frequency (Hz)
Waveform Distortion (THD)
Maximum Efficiency

Inverter Overload Capacity
Out Protection
Display

EMC

Conform Certification
Protection Grade

Operating Temperature

storage Temperatune

Ambient Humidity

Cooling
Moize

Operating Elevation

HKO-2KSTH-BP HKO-3KSTH-BP

PV Off-grid inverter
3000VA
230VAC
20-280VAC (For Home Appliances)
50Hz / 60Hz {Auto sensing)
20ms (For Home Appliances)
2048 30A 404
90-280VAC (For Home Appliances)
50Hz+5%
88%
48V
15A
Circuit breaker
1000w
B
70~150
180VDC
1
298%
42~58V
20A
93%
42~58Y
Pure Sine Wave
230Vact3%
3000VA
2rrated power for 5 seconds
S0Hz£1%
linear load=3%
83.0%

125% 60 sec,150% 10 sac shutdown
Short Circuit'Overoad/Over Temperature/Over Voliage
LCD+LED panel display
Conform IECE100-6-2/-4
CE
P21

0-55C
-15~60°C
0-90% (noncondensing)
Force air cooling
=50dB

2000m (Rising every 100m derating 1%)

HKO-4KSTH-BP

2000VA, 4000VA

2000VA 4000WA,



