
MODEL S600-112 S600-124 S600-148 S600-212 S600-224 S600-248

100 / 110 / 120VAC ±5% 220 / 230 / 240VAC ±3%

600W

Pure Sine Wave output (THD < 3%)

Power ON / OFF remote control (only for S600R model)

Input & output fully isolation

Load control fan

Input Protection: Reverse Polarity (Fuse) / Under Voltage / 

Over Voltage 

Output Protection: Short Circuit / Overload / 

Over Temperature 

UL / CE / FCC approved

REV. A8
15/12/21

1

AC Voltage

Rated Power

600W Pure Sine Wave Inverter S600 series

800W

Pure Sine Wave (THD < 3%)

50 / 60 Hz ±0.5%

100 / 110 / 120 V RMS -10% / +4% 220 / 230 / 240 V RMS -10% / +4%

COSθ-90° ~ COS?+90°

NEMA5-15R / GFCI Schuko / UK / Australia / Universal

10.5VDC

0.87A 0.43A 0.23A 0.83A 0.43A

Input voltage level, output load level and faulty status

12VDC 24VDC 48VDC 12VDC 24VDC

10.5 ~ 15.0VDC 21.0 ~ 30.0VDC 42.0 ~ 60VDC 10.5 ~ 15.0VDC 21.0 ~ 30.0VDC

87% 90% 92% 90% 93%

35Ax2 20Ax2 10Ax2 35Ax2 20Ax2

BAT. Low Alarm 11VDC 22VDC

21.0VDC

44VDC

42.0VDC

11VDC

10.5VDC

22VDC

21.0VDC

Output

Surge Power

Waveform

Frequency

Voltage Regulation

Power Factor Allowed

Standard Receptacles

LED Indicator

No Load Current Draw

DC Voltage 

Input Voltage Range

Efficiency (Typ.)

Fuse

BAT. Low Shutdown

Protection

Over Load

Over Voltage

Over Temperature

Environment

Working Temp.

Working Humidity

Storage Temp.  Humidity &

Output Short

DC Input Reverse Polarity

Shut down output voltage, restart to recover

0 ~ +40°C

20 ~ 90% RH non-condensing

Shut down output voltage, restart to recover

By fuse 

Shut down output voltage, recover automatically after temperature goes down

-30  +70°C, 10 ~ 95% RH~  

Certified EN 60950-1

15.3VDC 30.6VDC 61.2VDC 15.3VDC 30.6VDC

0.22A

48VDC

42.0 ~ 60VDC

94%

10Ax2

44VDC

42.0VDC

61.2VDC

Safety & EMC

Isolation Resistance I/P - O/P: 100M Ohms / 500VDC

Others Cooling

Packing

Application

Dimension (W x H x D)

3.38kg; 6pcs / 21.3kg / 2.46CUFT

Home and Office appliances, Portable Power Equipment, Vehicle, Yacht and off-Grid Solar power  
systems ...etc.

179x72x273 mm / 7.05x2.83x10.75 inch

Load control fan

EMI Conduction & Radiation

EMS Immunity

Certified FCC class B

----

Certified EN 55022 Class B; 
EN 61000-3-2, -3-3, -6-3; EN 61204-3  

Certified EN 61204-3; EN 55024; EN 61000-6-1;
ENV 50204; IEC 61000-4-2, 3, 4, 5, 6, 8,11

2012.05.11  by  ljv122/   文字修改Waveform  True

A2     2012.08.15  by  Star/ Pony/Peter 規格書統一整理(安規部分)

          2012.10.01  by  Star/    規格書統一整理(文法部分),照片更新

   

John/Alvin

Features:

A3     2013/06/27         Pony/Fendi          規格書整理

          

   
          2013/07/02         Pony/Fendi          e13刪除(過期失效)

          

   

A4     2014/05/28         Pony/薏涵          修改尺寸標示(公制標到小數下一位，英制標到小數下三位，四捨五入，不足補零)

                                                                               安規修訂

          

     

A5     2014/06/20         Pony/薏涵          增加AC VOLTAGE / FREQUENCY 誤差範圍與 OUTPUT VOLTAGE REGULATION欄位     

A6     2014/08/06         Pony/薏涵          修改AC  FREQUENCY 誤差範圍為+/-0.5%     

680WMax. Power ( 3Min. )

增加max. output power(3min.)

A7     2015/01/05         Pony/薏涵          修改尺寸為179X72X273     

A8     2015/12/21         Pony/薏涵          安規修改(2016型錄修訂)     

Storage Temp.  Humidity &

Safety Standards
Certified UL 458
(UL only for GFCI receptacles)

 ----


