Solar inverter
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Product’s Face plate explanation

1. LCD display

2. Staus indicator

3. Charging indicator

4. Fault indicator

5. Dunction buttons

6. Power on/off switch

7. AC input

8. AC output

9. PV input

10. Battery input

11. Circuit breaker

12. RS232 communication port
13. Parallel communication cable (only for parallel

model)
14. Current sharing cable (only for parallel model)
15. Dry contact

NOTE: for parallel model instation and operation,
please check separate parallel installation guid for

the detalls.

NK1KVA-SKVA

Features:

« Selectable input voltage range for home appliances and

personal computers
« Selectable charging current based on applications

Configurable AC/Solar input priority via LCD setting

» Compatible to mains voltage or generator power
Auto restart while AC i1s recovering

» Overload and short circuit protection S

« Smart battery charger design for optimized battery

performance
« Cold start function

« Parallel operation with up to 6 units only available for
4KVA/SKVA

« Optional remote panel available

4KVAISKVA parallel model

Huam: Solar

Technical Data

Output (AC)

170-280VAC(For Personal Computers) 90-280VAC{For Home Appliances)
50Hz/60Hz(Auto sensing)
10ms(For Personal Computers) 20ms(For Home Appliances)

Battery

Solarcharger & AC Charger

Maximum Efficiency 98 %

Standby Power Consumption 2W

Physical

Dimension,DxWxH(mm) 100x272x355mMm 120x295x466mm

Operating Environment

Humidity 5% to 95%Relative Humidity(Non-condensing)
Operating Temperature 0 °Cto 55 °C
Storage Temperature -15 "C to 60 °C

Generator

Home Appliances
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