KEY FEATURES

VICTOR NM-Ill SERIES
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TECHNICAL DATA

Model Victor NM-III-3500W Victor NM-II-5500W
RATED POWER ~ 3500VA/3500W  5500VA/5500W
'Input

R—— e

170~280VAC(For Personal Computers)

Selectable Voltage Range _
90~280VAC(For Home Appliances)

Frequency Range l 50 Hz/60Hz(Auto sensing)
OUTPUT
Acvoltage Régu'la't'ion'(“B'att,MQd'e“)' o avac e s
Surge Power i 7000VA f 11000VA
: Efficiency(Peak)PV to INV i 97%
Efficiency(Peak)Battery to INV 94%
ctor 9900 Transfer Time 10 ms (For Personal Computers);20 ms (For Home Appliances)
BATTERY & AC CHARGER
m /\ -}-—\Cl Battery Voltage 24VDC 48VDC
L 111l REMOVABLE DISPLAY Floating Charge Voltage 27VDC 54VDC
Max.Efficiency 100AMPPT RS232/GPRS (2% Overcharge Protection 33VDC 63VDC
98% WIFI Ingress Protection Maximum AC Charger Current 30A 80A
® Pure sine wave solar inverter SOLAR CHARGER
- Maximum PV Array Power l 5000W 6000W
: OUtPUt power faCtor 1 0 MPPT Range @ Operating Voltage 120~450VDC
o WIifiI&GPRS available for IOS and android Maximum PV Array Open Circuit S 00VDC
e Inverter running without battery b :
Maximum Charging Current ; 100A 100A
® Buit-in TO00A MPPT solar charger Maximum Efficency os%
. : PHYSICAL
e High PV input voltage range(120~500VDC) DimensionDWeHmm) A
® Buit-in anti-dusk kit for harsh environment Net Weight(kgs) 12
: N : Communication interface REMOVE LCD/RS232/GPRS/WIFI
® Smart battery charge design to optimize battery life B
e Built-in Remote LCD Display Mumidty  5%to95% Relative Humidity(Non~condensing)
Operating Temperature 0°C~55°C

Storage Temperature ; -15°C~60°C




