
 Positive plate : Thick high Sn low Ca grid minimize corrosion and prolong life

 Negative plate : Balanced Pb-Ca grid for improved recombination efficiency 

 Separator : Advanced AGM separator for ultra low float current

 Electrolyte : Dilute high purity sulphuric acid with nano gel

 Battery container and cover : ABS

 Pillar seal : 100% factory tested, proven two layers epoxy resin seal

 Relief valve : Complete with integrated flame arrestor
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 Constant voltage charging is recommended

 Recommended float charge voltage: 2.25Vpc @ 25°C

 Float voltage temperature compensation:  -3mV/°C/cell

 Equalize charge voltage : 2.35 Vpc @25°C

 Max. charge current allowable : 0.25C10A

LSG2-150 2 150 172 6.77 102 4.02 206 8.11 221 8.7 8.7 19.18 T22

LSG2-200 2 200 173 6.81 109 4.29 330 12.99 365 14.37 13.5 29.76 T22

LSG2-250 2 250 173 6.81 109 4.29 330 12.99 365 14.37 15.4 33.95 T22

LSG2-300 2 300 126 4.96 187 7.36 361.5 14.23 375 14.76 19.4 42.77 T22

LSG2-350 2 350 126 4.96 187 7.36 361.5 14.23 375 14.76 22.5 49.6 T22

LSG2-400 2 400 166 6.54 184.5 7.26 361 14.21 375 14.76 25.5 56.22 T22

LSG2-450 2 450 166 6.54 184.5 7.26 361 14.21 375 14.76 27.5 60.63 T22

LSG2-500 2 500 197.5 7.78 187 7.36 361.5 14.23 375 14.76 31 68.34 T22

LSG2-600 2 600 223 8.78 184.5 7.26 361.5 14.23 375 14.76 36 79.37 T22

LSG2-800 2 800 154 6.06 229 9.02 555 21.85 566 22.28 52.7 116.18 T22

LSG2-1000 2 1000 186 7.32 229 9.02 555 21.85 566 22.28 62.8 138.45 T22

LSG2-1200 2 1200 225 8.86 229 9.02 555 21.85 566 22.28 75.5 166.45 T22

LSG2-1500 2 1500 265.5 10.45 229 9.02 555 21.85 566 22.28 93 205.03 T22

LSG2-2000 2 2000 349 13.74 233 9.17 555 21.85 566 22.28 122 268.96 T22

LSG2-3000 2 3000 496 19.53 363 14.29 362 14.25 374 14.72 176 388.01 T22

Capacity Range: 150Ah-3000Ah

 XT Series

 TFC Series

 OPzV Series

 OPzS Series

 FAG  Series

 TGF Series

 TG Series

 Solar Series

 LSG Series

 LSE Series

 HR Series

 DC Series

 DB Series

 GB Series
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