
FULLRIVER                          HGXL BATTERIES
This information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty with respect to any cells and batteries. Cell and battery designs/specifications are subject to

modification without notice. Contact Fullriver for the latest information.

Discharge characteristics 77˚F(25˚C)

Note The above data are average values, and can be obtained within 3 charge/discharge cycles. These are not minimum values.

Specifications

Nominal Voltage 2V

600AH

Dimension Height

Length

Width

Weight

330mm(12.99inches)

301mm(11.85inches)

175mm(6.89inches)

Approx.45.00kg(99.21lbs)

365mm(14.37inches)
Total Height

(with terminals)

Rated Capacity(10hour rate)

Constant voltage: 2.23V/cell(25˚C)
Temperature compensation factor: -3mV/cell

Float charge method:

1min

2105

1967

1876

1765

1622

1418

1200

857

652

5min

1621

1519

1464

1396

1334

1212

1072

800

625

10min

1277

1224

1176

1143

1090

1000

910

714

571

15min

1034

1000

966

937

910

850

778

645

522

20min

882

833

828

811

780

740

690

582

473

25min

760

732

722

714

690

660

618

531

438

30min

682

652

646

631

612

588

566

480

408

35min

612

600

582

571

560

535

512

444

382

40min

556

540

530

524

518

500

473

406

357

45min

513

500

492

486

480

462

444

382

339

1h

420

411

406

400

392

379

364

324

288

2h

250

246

242

239

236

227

219

200

182

3h

182

179

176

173

169

164

162

150

137

5h

120

118

115

114

113

110

107

98.4

92.3

8h

77.9

77.9

77.3

76.9

76.0

75.0

73.2

68.2

63.1

10h

63.1

63.1

62.6

61.8

61.2

60.6

60.0

56.6

53.1

12h

53.1

53.1

53.1

53.1

53.0

52.6

51.4

48.6

45.6

24h

27.6

27.6

27.6

27.6

27.6

27.6

27.4

26.0

24.4

1.60

1.63

1.65

1.67

1.70

1.75

1.80

1.85

1.90

End
Point
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Operation Time To End Point Voltage

Constant current discharge ratings amperes @ 77˚F(25˚C)
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Constant power discharge watts per cell @ 77˚F(25˚C)

1200A 600A
390A

60A

Te
rm

in
al

 v
ol

ta
ge

(V
/c

el
l)

1 5 20 60 2 5 1010

min h

Discharge t ime

2

2.2

2.0

1.8

1.6

Temperature:25˚C(77˚F)

 HGXL600-2

11
9m

m

172mm

33
0m

m

301mm 175mm

M8

Terminal:
unit:mm

20

8


