EAP-470 SERIES

High efficiency mono panel

EAP-440
EAP-445
EAP-450
EAP-455
EAP-460
EAP-465
EAP-470
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engineered for

PERFORMANCE
440W-470W power range

21.6% module efficiency
4.5% lower LCOE

5.6% lower system cost
B LID / LeTID mitigation

Up to 50% lower degradation
Utility grade

Guaranteed compatibility

D Improved shade tolerance

° Please contact our EA Engineering Team
for detailed technical spécifications

Energy America, LLC.

One Sansome Street | Suite 3500 | San Francisco | CA | 94104 | USA

470W

Maximum Power
Output

21.6%

Maximum Module
Efficiency

0+~5W

Power Output
Guarantee

designed for

RELIABILITY

Ruggedized construction

Built to withstand real-world conditions.

Rated for heavy snow loads up to 5400 Pa and
wind loads up to 2400 Pa

Durable materials
Advanced manufacturing technology minimizes
chances of micro-cracks resulting from impact or heat.

industry leading

PROTECTION

25 25

YEARS YEARS

Product Warranty
Enhanced coverage
on materials and
workmanship

Power Warranty
Guaranteed power

98% for st year
<0.5%/yr. to year 25
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EAP-470 SERIES

High efficiency mono panel Module Dimension

1134mm[44.6 inches]

Electrical Specification (STC*) 1054 mr(42 6 inches]
Maximum Power Pmax(W) -~ 440 445 450 455 460 465 470 Norainee Hole
Maximum Power Voltage  Vmpl) 3421 3426 3431 3436 3441 3445 3450 o
Marimom Paver Corent ol 12871299 B2 1325 1338 1351 1364
OpenCircuitVoliage VeVl 4144 _ 4150 4156 4162 4168 4174 _ 4180

Short Circult Current o) 1355 13.67 13811395 1409 1423 1437 °

Module Efficiency %) 204 20.6 20.8 21.0 21.2 21.4 21.6

Power v T w T e T ;

* Irradiance 1000W/m2, Module Temperature 25°C, Air Mass 1.5

1400mm [55.11 inches]
1908mm [75.11 inches]

Electrical Specification (NOCT*)
Maximurm Power Pmax (W] 327 331 335 339 343 347 3571

* Irradiance 800W/m2, Ambient Temperature 20°C, Wind Speed 1m/s

Back View
Mechanical Data
Number of Cells 120 Cells (6x20) oz =
Dimensions of Module L*W*H (mm] 1908x1134x35mm (75.11 x44.64x1.38 inches) =
777777777777777777777777777777777777777777777777777777777777777777777777777 o @
Weight (kg) 24.0kg g?
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 2
Glass High transparency solar glass 3.2mm (0.13 inches) §
Backsheet White
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
Frame Silver, anodized aluminium alloy ‘ 35mm
””””””””””””””””””””””””””””””””””””””””””””” (1.38inches)
J-Box IP68 Rated
Cable 4.0mm?2 (0.006 inches?), 300mm (11.8 inches) I-V Curve at Different Temperature (455W)
””””””””””””””””””””””””””””””””””””””””””””” 14.0
7N£1':ﬂ7b§[07f7d‘709§57 777777777777777777777 s o 1000W/miX Cell Temp=25C
) N X
Wind/Snowbload _ _ ___________ ° 2400Pa/SA00Pe" Soowm
Connector MC Compatible 2 g0
* For more details please check the installation manual § 50 600W/mig
400W/m[X]
40
Temperature Ratings Maximum Ratings 20 [ 2000
Temperatute NOGT - 4482°C OperationalTermperature  -40-485°C oo moTw W
Te,njgeféitgrf,cg?ffiq?qt,Of,‘fc, _ fg'%Bﬁ/D,/iC, M?f@f?ﬁ%ft?r?iv?tfa?gf 77777 ! 75[10)/7[)7[{7[&] 77777 1-V/P-V Curve at Different Irradiation (455W)
Termperature Coeflicient of Voo -D.270%/°C  Max Series Fuse Raing 25
Temperature Coefficient of Puax ~ -0.350%/°c 0 400
,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 350 1000W/m|
. % 300 800W/m|
Packaging Configuration Optional gz
© 200 600W/m
Module per box 31 pieces Connector B vc original 150
77777777777777777777777777777777777777777777777777777777777777 100 400W/m[
Module per 40" container 744 pieces 50
0 10 20 30 40
Voltage(V]
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