
RS5-480~505M-E2
MONO-FACIAL MODULE

P-Type /Positive power tolerance of 0~+3%/Max module efficiency 21.27%

Complete System 
and IEC Product Certification

IEC 61215(2016),IEC 61730(2016) ISO9001:
2015:Quality Management System ISO14001:
2015:Environment Management System
ISO45001:2018:Occupational Health 
and Safety Management System

Suitable for ground power plants 
and distributed projects

Advanced module technology delivers 
superior module efficiency

Excellent power generation performance

High module quality ensures long-term reliability

Ultra-hydrophilic self-cleaning coating techniques

Enhanced Mechanical Load
  Mechanical performance up to5400pa positive load and 
  2400pa negative load



RS5-480M-E2 RS5-485M-E2 RS5-490M-E2 RS5-495M-E2

 

480W

0~+5W

20.21%

12.76A

37.62V

13.65A

45.07V

485W

0~+5W

20.42%

12.83A

37.81V

13.72A

45.20V

490W

0~+5W

20.64%

12.90A

37.99V

13.79A

45.33V

495W

0~+5W

20.85%

12.97A

38.17V

13.86A

45.46V

363W

10.21A

35.54V

10.99A

42.15V

367W

10.28A

35.67V

11.06A

42.30V

370W

10.36A

35.76V

11.13A

42.43V

374W

10.44A

35.84V

11.20A

42.58V

Mechanical Characteristics

MONO-FACIAL MODULE

Values at Standard Test Conditions STC(AM1.5, Irradiance 1000W/m, Cell Temperature 25°C)

NOCT , lrradiance of 800W/m, AM1.5, Ambient Temperature 20 °C, wind Speed 1m/s.
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RS5-500M-E2

500W

0~+5W

21.06%

13.04A

38.35V

13.93A

45.59V

378W

10.52A

35.93V

11.27A

42.72V
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RS5-505M-E2
505W

0~+5W

21.27%

13.11A

38.53V

14.00A

45.72V

2094×1134×30mm

26.3kg

RS5-480M-E2 RS5-485M-E2 RS5-490M-E2 RS5-495M-E2 RS5-500M-E2 RS5-505M-E2
382W

10.60A

36.02V

11.34A

42.86V

Fire  Performance IEC Class C 


