
17.0KW/20.0KW/25.0KW

Wifi/GPRS/Lan communication optional

PV Inverter Expert

Big LCD display 

Compact and easy to install

For more about Thinkpower TP series grid tie inverter
please visit www.pvthink.com

Power export limit

D ata Sh eet

Th ree Pha se A ll-in -O ne  ESS with  HV B attery

Th in kp ow er H igh Voltag e

4.0kW / 5.0kW  / 6.0K W / 8.0KW  / 10.0KW / 12 .0K W

Asymm etric A C outpu t for 
b oth on/off-grid  loading  

＜10 ms U PS  em erg en cy 
g rid  p ower  ba ck-up

Integ rated  sm art EM S suppo rt 
various powe r ap plications

pa ralleled  to suppo rt bigg er load in g
B oth on  &  off-grid ports can  b e＜10 m s

M on itor system  perform anc e in

real-tim e via smartp hon e app or

we b portal using out adv an ced

m onitoring platform .

PV  H yb rid  Exp ert

G reat reliab ility

Sup erio r LiFePO 4  techn o log y 

w ith 6,000 cycles at 90%  DO D

10  years standa rd  warranty

M od u lar d esig n  prom o tes redun da n cy
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Fo r m ore abo ut the Thinkpow er Hig h  Voltag e

Th ree Ph ase A ll-in-O ne , please visit. 

Safer

Fu ll hig h voltag e p rotection  

fo r battery installation

Sup erio r LiFePO 4  Safety Perfo rm an ce

Wh o le system safety tested 

and  certified  by De kra G erm an y

Simp ler

Qu ick an d easy sin g le perso n  in stallatio n

Interco nne cts with  standard ho usehold
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Monitor system performance in
real-time via smartphone app or
web portal using out advanced

monitoring platform .

For more about Thinkpower TP series grid tie inverter
please visit www.thinkpower.com.cn
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17.0KW/20.0KW/25.0KW

ANYTIME,ANYWHERE

PLATFORM

REMOTE



THREE PHASE SOLAR GRID TIED INVERTER pv inverter expert

smart energy solution for your family

www.thinkpower.com.cn        info@thinkpower.com.cn

Input ( DC)

Output (AC)
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98.5%

98.1%

99.9%

98.5%

98.2%

99.9%

-25 ~ +60

IP65

Smart Cooling

Transformerless

LCD

 520*510*160 

        23

0-95%, no condensation

RS485/WiFi/GPRS

Standard 5 years; 7/10 years optional

yes

yes

yes

yes

yes

yes

50/60 Hz; 400 Vac 
45/55 Hz ; 280 ~ 490 Vac (Adj) 

0.8leading...0.8laging
< 1.5%

3 W/N/PE

Max DC power (W) 

Max DC voltage (Vdc)

Min working voltage (Vdc)

MPPT voltage range (Vdc)

Max input current / per string (A)

Max.input short circuit MPPT

Number of MPP trackers 

Strings per MPP tracker

AC nominal power (W)
Max AC apparent power (VA)
Max output current (A)
Nominal AC output
AC output range

Power factor
Harmonics
Grid type

Max efficiency

Euro efficiency

MPPT efficiency

DC reverse-polarity protection 

DC breaker

DC/AC SPD

Leakage current protection

Insulation Impedance Detection 

Residual Current protection

Safety and Protection

Dimension (W/H/D)(mm)

Weight (kg)

Operating temperature range ºC

Degree of protection

Cooling concept

Topology

Display

Humidity

Communication

Warranty

General Parameters

CQC, VDE-AR-N4105, VDE0126-1-1, AS4777, IEC61727,  IEC62116

Certificates and Approvals

 TP17KTL                            TP20KTL                            TP25KTLModel No

Efficiency

22000

26A/26A 36A/26A

34A/34A 46A/34A


