RL-5B156MPERC
Reeco Logic solar 5BB 156mm PERC Cell

Front side appearance Dimension: 156.75mmx156.75mm=+0.25mm

Thickness (Cell): 180+20um/-10um
Front (—):15*0.7mm=0.1mm main busbar(silver)

Back (+):width of back electrode(silver) 1.5+0.2mm,

Temperature coefficients

TkVoltage ~0.36 %/K.
TkCurrent +0.07%/K
TkPower ~0.36%/K |
Rear side appearance IV-Curve
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Electrical Performance Parameters

Eff(%) Pmpp(W) Umpp(V) Impp(A) Voc(V) Isc(A) FF(%)
224 5.47 0.581 9.419 0.681 9.903 81.15
223 5.45 0.580 9.393 0.680 9.885 81.05
222 5.42 0.579 9.368 0.679 9.870 80.93
22.1 5.40 0.578 9.341 0.678 9.851 80.84
220 5.37 0.577 9.315 0.677 9.834 80.73
219 5.35 0.576 9.289 0.676 9.815 80.64
218 5.33 0.575 9.263 0.675 9.797 80.54

STC (Standard Testing Conditions)  : 1000W/m2, AM1.5 25C

Light Intensity Dependence

Intensity (W/m2) Voc Isc
1000 1.000 1.000
900 0.996 0.903
800 0.991 0.803
600 0.988 0.602
400 0.962 0.403

Take the Voc (Isc) at 1000W/m2 as the standard, test the range of Voc (Isc) decrease with light intensity.
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