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M10 series

Monocrystalline Module

MYM1072-550
MYM1072-545
MYM1072-540
MYM1072-535
MYM1072-530

KEY FEATURES
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Linear performance warranty [
Standard Performance warranty
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Guaranteed Power Performance

25-year performance warranty
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12-year warranty on materials and workmanship
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5/6/9 Busbar Solar Cell

5/6/9 busbar solar cell adopts new technology to improve the efficiency
of modules , offers a better aesthetic appearance, making it perfect
for rooftop installation.

High Efficiency
Higher module conversion efficiency (up to 21.31%) benefit from
Passivated Emmiter Rear Contact (PERC) technology.

PID Resistance

Excellent Anti-PID performance guarantee limited power degradation
for mass production.

Low-light Performance

Advanced glass and cell surface textured design ensure excellent
performance in low-light environment.

Severe Weather Resilience

Certified to withstand: wind load (2400 Pascal) and snow load
(5400 Pascal).

Durability Against Extreme Environmental Conditions
Resistance to high salt mist and ammonia.




Engineering Drawings
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Mechanical Characteristics

Lenth: £2mm Cell Type Mono PERC 182 x 91mm

pctiei2mm No.of cells 144 Cells (6x24)

ey Dimensions 2278x1133x35mm(89.69x44.61x1.38 inch)

Row Pitch; +2mm

Weight 28 kg(61.73lbs)
i s High Tomamssion Tiig\i/f 'ﬁéﬂcﬁ"rgﬁarl?gé Glass
PaCkaging Conﬁguration Frame Anodized Aluminium Alloy
(Two pallets=One stack) Junction Box IP>68 , TUV&UL
600pcs/40'HC Output Cables 3R+4mm?+350mm or Customized Length
SPECIFICATIONS
Module Type MYM1072-530 MYM1072-535 MYM1060-540 MYM1060-545 MYM1060-550
STC  NOCT STC  NOCT STC  NOCT STC  NOCT STC  NOCT
Maximum Power(Pmax) 530 394.44 535 398.16 540 401.88 545 405.61 550 409.33
Maximum Power Voltage(Vmp) 49.02  46.27 4918  47.01 49.34  46.58 49.50 4673 49.65  46.87
Maximum Power Current(Imp) 13.79 1114 13.87 11.20 1396 11.27 14.04 1134 1413 1141
Open-circuit Voltage(Voc) 4047  37.65 40.60 37.77 4073  37.89 40.86  38.02 4099 3814
Short-circuit Current(lsc) 1310 14.08 1318 1054 13.26  10.60 13.34 10.67 1342 1073
Module Efficiency STC(%) 20.54% 20.73% 20.93% 21.12% 21.31%
Operating Temperature(°C) -40°C~+85°C
Maximum System Voltage 1500VDC(IEC)
Maximum Series Fuse Rating 25A
Power Tolerance 0~+5Wp
Temperature Coefficeints of Pmax -0.37%/°C
Temperature Coefficients of Voc -0.29%/°C
Temperature Coefficients of Isc -0.048%/°C
Nominal Operating Cell Temperature(NOCT) Al5ae 2T
STC: fg::flrradiance 1000W/m? m Cell Temperature 25°C v‘ o AM=15
=7

NOCT: ':Q::Elrradiance 800W/m? MAmbient Temperature 20°C u:‘/; AM=1.5 = Wind Speed 1m/s

* Power measurement tolerance: + 3%
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