MECHANICAL DATA i tihE5 8

Solar Cell ABRfEfitH

125mm Mono-crystaliine 4125125 (mm)

Front Glass 33 3.2mm tempered glass3 2mm{ALIH
Junction Box 24 PGS rated
5

Cable Length 4 900 (mm)
Frame 2 Anodized aluminumig & &
Weight % it 8Kg

Dimension {8#R

1195'540°35 (mm)

ELECTRICAL DATE itfE5H

Rated power at STC(Wp) B

Max. working voltage(Vmp) B AT £
Max. working current(imp) & X T{E R
Open circit voltage(Voc) FF#1&.E

‘Short circuit current(lsc) KA
Module effiency #4414 %
Operating Temperature T{FERZH
Maximum System Voltage BA R/
Max series fuse & ARUT %

Power tolerance AT

85W 90W 95W 100W 105W
75V 177V 184V 186V 188V
486A 509A 520A 537A 558A
222V 224V 226V 228V 230V
5427 551A 561A 572A 581A
13.84% 13.95% 14.72% 15.50% 16.27%
40C~+85C

600V DC

108

0~+5w.

Al date are tested at STC:1000W/m’,module temperature 25C AM=1.5

TEMPERATURE COEFFICENTS (RE#MERE

NOCT it E LIS

Voltage temperature coefficient(Voc) FE 2 MERS
Current temperature coefficient(isc) # B M AMER M
Power temperature coeficient(Pm) 3 B AHNERH

452C
034%IC
+0.06%/C

043%/C

Certificate (€ [ 4.

1EC



