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20 years at 20°C.

More than 2 years at 20°C.

2300 cycles.

Approx. 2% per month at 20°C.

-20°C to 55°C, recommended 10°C to 30°C.

DIN 40737-1, IIEC 896-11 and EN 50272-2.

4
g\

M_5STER
BATTERY

Area Industrial La Dehesa - C/ Dehesa Vigja, 2 - 28052 Madrid (Spain
Tel. (+34) 918 021 649 - Fax. (+34) 917 750 542
info@masterbattery.es - www.masterbattery.es/en

Capacity (Ah), C100 (1,85 V/cell, 20°C)

Capacity (Ah), C10 (1,80 V/cell, 20°C)

Number of Plates (+) per Cell

Floating Voltage Set Point (V/cell)

Maximum Initial Charge Current (A)

Recommended Boost Charge Voltage (V/cell)
Recommended End of Discharge Voltage (10-hr rate) (V/cell)
Short Circuit Current (A)

Internal Resistance (mOhm)

Number of Cycles at 60% Depth of Discharge (20°C)
Self-Discharge Rate per Month at 20°C

Dimensions in mm (L x W x H1 / H2)
H1 = Height to the lid
H2 = Height including connectors & bolts

Weight (kg)
Type and Number of Poles

Operating Temperature / Recommended Temperature

1095
730

6

2.23
0.3C10
2.40
1.80
4700
0.430
2300
Approx. 2.5%

145 x 206 x 646 x 674

Wet: 46.5/ Dry: 33.7
M10/2
-20°C-55°C /10°C-30°C

* All dimensions and weights shown are subject to manufacturing tolerances.
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Tubular Plate Unlimited power

Dimensions

Constant Current Discharge in A (at 20°C)

Discharge Time

End Voltage
(V/cell)

160V | 7655 | 7105 #5741  476.0 A 4053 & 259.3 1953 1585 1342 | 116.8 1037 934 | 783 @ 67.7 | 446
165V | 687.8 6432 5337 451.8 390.7 255.0 1929 | 156.8 @ 1329 1157 | 1028 92,6 = 77.7 | 672 @ 442
170V | 606.8 | 5716 4848 418.6 | 3675 2478 189.1 1543 1309 | 1142 1015 915 | 768 @ 665 & 438
175V | 523.6 H 496.1 4285  376.7 3356 | 2347 | 1822 1498 1277 1116 994 @ 898 @ 755 | 654 | 432
180V | 4336 4178 366.2 3268 2953 | 2142  169.6 1411 1213 1067 954 | 86.4 @ 73.0 | 634 | 421
183V 369.0 3641 3266 2936 2672 | 1981 | 168.7 | 1331 1150 1016 912 = 828 | 702 | 61.2 | 409
185V 3327 | 3303 | 2992 2703 2471 1857 1501 | 126.5 1098 @ 972 | 875 796  67.7 | 59.1 39.7
187V 2912 | 2874 2715 2463 2260 1721 1402 | 1189 1036 920 | 830 757 646 | 565 | 382
190V | 2320 2306 2235 2089 1928 1492 123.0 1053 924 | 825 | 747 684 586 | 515 | 352

10min |~ 15min = 30min = 45min = 1h 2h 3h 4h 5h 6h 7h 8h 10h 12h 20h

Constant Power Discharge in W/cell (at 20°C)

Discharge Time

End Voltage
(V/cell)

160V 12139 11335 9406 8002 6958 | 464.8 | 356.8 | 2929 249.7 2185 1948 1762 1485 1288  85.6
165V 1123.6 10553 890.1 H 767.4 6744 | 4583 | 3531 | 290.2 2477 2168 1934 1749 1475 1280 85.0
170V 10222 | 9643 #8259  721.7 | 6409 & 446.6 347.0 286.1 2445 | 2143 1913 1731 | 146.0 1268 @843
1.75V 1 909.0 | 8615 | 747.7 6619 5943 4256 3355 | 2785  239.0 210.0 1878 1701  143.7 | 1249 832
180V | 770.0 | 746.0 655.6 @ 587.1 | 5327 | 3926 3144 2637  228.0 | 2014 1808 1642 1393 1214 813
183V 6840 6713 5938 5350 4884 3663 296.2 2500 2172 1926 | 1734 1579 1345 | 1175 792
185V | 6169  609.2 5499 | 4974 4557 | 3457 | 2815  238.7 2081 185.0 166.8 @ 1522  130.0 1138 | 77.1
187V 548.0 #5445 5042 @ 4578 4206 | 3226 | 264.4 | 2254 1972 1758 1589 | 1452 1244 1091 743
190V | 4394 | 4358 4289 3942 3640 2831 2344 2013 1772 | 1587 1440 1320 1136 1000 @ 687

10min = 15min | 30min = 45min = 1h 2h 3h 4h 5h 6h 7h 8h 10h 12h 20h

* Upower reserves the right to change or revise without notice any information or detail given in this publication.
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Expected Service Life vs. Operating Temperature
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