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LEXRON
 

FOR A LIVEABLE WORLD

HALF CUT

 120 CELL

MONOCRYSTALLINE MODULE

375-400W

21.1%

MAXIMUM EFFICIENCY

0~+5W

BINNING TOLERANCE

9BB

MULTI BUSBAR

PERC CELL TECHNOLOGY

SYSTEM CERTIFICATES

IEC61215/IEC61730/IEC61701/IEC62716

ISO 9001: Qual�ty Management System

ISO 14001: Env�ronmental Management

ISO45001: Occupat�onal Health and Safety

LEXRON

H�gh  module  convers�on  eff �c�ency  (up  to  20.6%),

through  super�or  manufactur�ng  technology

HIGH  POWER  MODULE

Guaranteed  0- +5W  pos�t �ve  power  output  tolerance

ensures  h�gh  rel �ab� l � ty

POSITIVE  TOLERANCE

Ant�-ref lect �ve ,  hydrophob�c  coat�ng  �mproves  l �ght

absorpt�on  and  reduces  surface  dust

SELF  CLEANING

Ent�re  module  cert �f �ed  to  w�thstand  h�gh  w�nd  loads

(2400 Pascal)  and  snow  loads  (5400 Pascal)*

STRONG  AIR  RESISTANCE

Excel lent  performance  under  low  l �ght  env�ronments

(morn�ngs ,  even�ngs  and  cloudy  days)

HIGH  PERFORMANCE

%97,5

%90

%80

10 Years 20 Years 25 Years

Industry-lead�ng warranty

POWER OUTPUT RANGE

FOR A LIVEABLE WORLD

Warranty

120 CELL HALFCUT MONOCRYSTAL DATASHEET



Nom�nal Operat�ng Cell Temperature (NOCT)

Temperature Coeff�c�ent of Pmax

Temperature Coeff�c�ent of Voc

Temperature Coeff�c�ent of Isc

45±2℃
 

-0.360%℃
 

-0.304%℃
 

0.050%℃

ACS ENERJI
 

ITOB OSB Mah. Ekrem Dem�rtas Cad. No: 44
Menderes - IZMIR

 
0232 799 00 98

www.acsenerj�.com

XXXLLL

375W
 

41,70V
 

34,75V
 

11,38A
 

10,79A
 

%20,55

380W
 

41,94V
 

34,95V
 

11,47A
 

10,87A
 

%20.83

385W
 

42,18V
 

35,15V
 

11,55A
 

10,95A
 

%21,10

390W
 

42,54V
 

35,45V
 

11,60A
 

11,00A
 

%21,38

Nom�nal Max�mum

Open CIRCUIT Voltage (Voc)

Max Power Voltage (Vmp)

Short C�rcu�t Current(lsc)

Max Power Current (Imp)

Module Eff�c�ency

Operat�ng Temperature

Max�mum System Voltage

Max�mum Ser�es Fuse Rat�ng

Appl�cat�on Class�f�cat�on

Power Tolerance

-40℃~+85℃
 

1500V (IEC/UL)
 

20A
 

Class A
 

0 ~ + 5W

Mono-crystall�ne 166x83mm, 9BB

120 (6X20)

1756 x 1039 x 35 (mm)

20 kg

3.2mm Tempered Glass

Anod�zed Alum�num Alloy

IP67 / IP68

Photovolta�c Technology Cable 4.0mm2

MC4 EVO2 or MC4 Comparable

32pcs

876pcs / 384pcs

Cell Type

Cell Arragement

D�mens�ons

We�ght

Front Cover

Frame Mater�al

J-BOX

Cable

Connectors

Standard Packag�ng (Modules per Pallet)

Module P�eces per conta�ner (40' / 20')

ELECTRICAL DATA (STC)

MECHANİCAL DATA

TEMPERATURE CHARACTERİSTİCS

STC: Irrad�ance 1000W/m2, Cell Temperature 25°C, A�r Mass AM1.5.
*Measur�ng tolerance: ±3%.

10 year Product Workmansh�p Warranty

25 year Power Warranty

2% f�rst year degradat�on

0.45% Annual Power Attenuat�on

WARRANTY

DIMENSIONS OF PV MODULE(mm)

I-V CURVES OF PV MODULE(375W)

P-V CURVES OF PV MODULE(375W)

LEXRON
FOR A LIVEABLE WORLD

RRR

120 CELL HALFCUT MONOCRYSTAL DATASHEET

395W
 

42,78V
 

35,65V
 

11,69A
 

11,08A
 

%21,65

400W
 

43,02V
 

35,85V
 

11,77A
 

11,77A
 

%21,92


