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S5TC 5-225C 5-230C 5-235C 5-240C 5-245C
MNominal peak power 225W  230W  235W  240W  245W
Open circuit voltage 37.1V 373V 37.5V 377V 37.8
Max. power voltage 293V 27V 301V 304V 308V
Short circuit current B20A B27A B33A B45A  BSSA
Max. power current 76BA  TJS5A J.B1A  T790A  T96A
module efficiency 13.8% 141% 144% 147% 150%
Power output tolerances 3%
Max. system voltage 1,000 VDC
Max_series fuse rating 15A

Operating temperature - 40°C to + B5°C

*Electrical parameters at 5TC (1,000 W,/m2, 25°C, &M 1.5 according to EN 60904-3)

Saturdag, January 22, 2011

NOCT

5-225C 5-230C 5-235C 5-240C 5-245C
Mominal peak power 160W 164w 16BW 171w 175W
Open circuit voltage 338V 338V 341V 343V 344V
Max. power voltage 258V 26.1V 26.5V 268V 271V
Short circuit current 6.64A 670A B75A 6.84A B93A
Max. power current 622A 6.2BA 6.33A 6.40A 6454
NOCT ag"Cct2°C

*Electrical parameters at MOCT (200 W/m2, 20°C, &M 1.5 according to EMN 60904-3)

Temperature coefficients

¥Pm 0479k
alse 0.056% K
BVoc -0.38%/K
Mechanical parameters
Module dimension 1650* 392" 46(mm)
Weight 23.0kg
Max. wind Load 2400pa
Max. snow Load LA00pa
Cell dimension 156*156
Call type 60{6* 10} / Monocrystalline
Packing method S546pcs/40'HC 390pcs /40"
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*Design and speifications are subject to change without notice.
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