
Key Features

D6L_O4A / 72 cells
360W - 375W
Mono-Crystalline PV Module

EN

URE Glory BiFi module uses URE own p-PERC mono 
crystalline bifacial  solar cells, and URE advanced double 
glass (G2G) module manufacturing technology.
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Withstand heavy loading
front load 8100 Pa & rear load 5400 Pa

Ammonia resistance
According to IEC 62716 Ed. 1

Design for 1500 VDC30-Year
Power output warranty

MODULE
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Engineering Drawing (mm) Dependence on Irradiance

Reliability with Warranty
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*Values without tolerance are typical numbers.

Oper
Item
Mechanical Load
Maximum System Voltage
Series Fuse Ra
Opera Temperature

Specifica
8100 Pa by IEC 61215 *(Test Load)
1500 VDC (IEC/UL)
20 A
-40 to 85 °C

Mechanical Data
Item

Dimensions

Weight
Solar Cell
Front Glass
Cell Encapsula
Rear Glass

ox
Frame
Packaging Configura

Specifica
1998 mm (L)  x  998 mm (W)  x  35 mm (D)  /
78.7” (L)  x 39.3“ (W)  x 1.38” (D)
30 kg / 66.1 lbs
72 monocrystalline 6” p-PERC bifacial solar cells
An r ve temper
Polyolefin

IP 68 rated; Cable: 1,200 mm
Anodized aluminum frame, original or black
30 pcs Per Pallet, 660 pcs per 40’ HQ container 

: With assembly tolerance of ± 2 mm [ ± 0.08”]
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40.6°C ± 2°C
0.06 % / °C

-0.28 % / °C
-0.38 % / °C

Temperature Characteris
Item

Temperature
Temperature Coefficient of Isc
Temperature Coefficient of Voc
Temperature Coefficient of Pmax

Specifica

  irradiance 800W/m², temperature 20°C, windspeed 1 m/s.
± 2%.
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Additional value from warranty

Standard tiered warranty

30 year
82.5%

Electrical Data

Model
Maximum Ra Power (Pmax)
Module Efficiency
Open Circuit Voltage (Voc)
Maximum Power Voltage
Short Circuit Current (Isc)
Maximum Power Current

[W]
[%]
[V]
[V]
[A]
[A]

D6L360O4A 30%

19.918.1 23.521.7 20.218.3
47.26
38.43

360 396 432 468 365 402

  47.26
38.43

47.27
38.44

47.27
38.44

47.36
38.57

47.36
38.57

9.91
9.37

10.90
10.31

11.89
11.24

12.88
12.18

9.98 10.98
10.42

Model
Maximum Ra Power (Pmax)
Module Efficiency
Open Circuit Voltage (Voc)
Maximum Power Voltage
Short Circuit Current (Isc)
Maximum Power Current

[W]
[%]
[V]
[V]
[A]
[A]

D6L370O4A

20.518.6 22.3
47.46
38.72

370 407 444

47.46
38.72

47.47
38.73

10.06
9.56

11.07
10.52

12.07
11.47

Bifacial Gain Bifacial Gain
10%

10% 10%

10% 20%

18.824.1 20.7
47.47
38.73

487 375 413

47.56
38.87

47.56
38.87

13.08
12.73

10.13
9.66

11.14
10.63

10%
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Taipei Office 9F, NO. 295, Sec. 2, Tiding Blvd., 
Neihu Dist., Taipei 11493, Taiwan

e-mail : sales@urecorp.com

Tel : +886-2-2656-2000
Fax : +886-2-2656-0593

Headquarters No. 7, Li-Hsin 3rd Road, Hsinchu Science Park
Hsinchu city 30078, Taiwan
Tel : +886-3-578-0011
Fax : +886-3-578-1255
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6 x Φ4 mm (0.16")
Grounding Hole

Cable Length 1200 mm (47.3")

8 x Moun ng Hole
9 x 14 mm (0.35" x 0.55")

(-) (+)

8 x Frame Drainage Hole

35 mm / 1.38"

12 mm / 0.47"

Detail A Detail B
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950 mm / 37.4"

4 x Tracker Moun ng Hole,
7 x 10 mm(0.28" x 0.39")
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D6L365O4A

                30%

20%

20%

30%

30%

438
20.0

47.37
38.58
11.98

450

11.36

22.6
47.57
38.88
12.16
11.59

475
23.8

47.37
38.58

12.31

 
24.5

47.57
38.88
13.17
13.17

D6L375O4A

9.47
12.97

488


