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MECHANICAL SPECIFICATION MECHANICAL DRAWINGS

Cell Type Poly crystalline 156(156.75)x156(156.75) mm " o o

Number of cells 72(6x12) I

Dimensions(AxBxC) 1956x990x40mm i snesmeer [T

Weights 20.5kg e =

FrontGlass 3.2 mm Low iron tempered glass

Frame Anodized aluminum El - x
Junction B ox IP 67, with bypass diodes 4 1
Connector Mc4 compatible 2 | |

s

Output Cables TUV, length 900mm, 4.0mm? | |
ELECTRICALCHARACTERISTICS

Module Series P6U(72)-xxxW

Maximum Power at STC(Pmax) 320W 325W 330W 335W 340W
Short Circuit Current(Isc) 9.03A 9.15A 9.21A 9.29A 9.4A
Open Circuit Voltage(Voc) 45.60V 45.70V 45.90V 46.1v 46.2V
Maximum Power Current(Impp) 8.61A 8.73A 8.85A 8.93A 9.1A
Maximum Power Voltage(Vmpp) 37.20V 37.30V 37.3V 37.52V 37.4V
Encapsulated Cell Efficiency 18.27% 18.56% 18.84% 19.13% 19.41%
Module Efficiency 16.53% 16.78% 17.04% 17.3% 17.56%
Power Tolerance 0/+3% 0/43% 0/+3% 0/+3% 0/+3%
Maximum Power(Pmax) 231.90W 235.56W 239.18W 242.80W 246.43W
Short Circuit Current(Isc) 7.37A 7.47A 7.52A 7.58A 7.67A
Open Circuit Voltage(Voc) 42.13V 42.23V 42,41V 42.60V 42.69V
Maximum Power Current(Impp) 6.75A 6.83A 6.94A 7.00A 7T.13A
Maximum Power Voltage(Vmpp) 34.37V 34.47V 34.47V 34.67V 34.56V

The typical relative changr in module efficiency at an irradiance of 200W/m? in relation to 1000W/m?( both at 25°C and AM 1.5

spectrum) is less than 6%

TEMPERATURE CHARACTERISTICS
Nominal Operating Cel Temperature(NOCT) 47£3°C
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PACKING CONFIGURATION
Container

Pieces per pallet

Pallets per container

Pieces per container

SYSTEM INTEGRATION PARAMETERS
Maximum system voltage

Maximum Series Fuse

Maximum reverse current

Increased snowload acc. to IEC 61215
Operating Temperature

Number of bypass diodes

40'HQ
26

24
624

DC 1000V/1500V
15A
21.5A
5400Pa
-40~+85°C
3




